TABLES OF CONTENTS

OF

2nd THROUGH 22nd

ANNUAL CONFERENCES ON MANUAL CONTROL
FOREWORD

This document contains the contents of the Second through Twenty-second Proceedings of the Annual Conferences on Manual Control. This provides a unified table of contents for all papers presented at these conferences. The content pages were scanned, converted to a text file using OCR software, and reformatted. While the contents have been proofread, some errors in the OCR process may remain.

These conferences were held between December 1964 and July 1986. The proceedings are listed below.


Proceedings, Third Annual NASA-University Conference on Manual Control, University of Southern California, March 1967, NASA-SP-144


Proceedings, Sixth Annual Conference on Manual Control, Wright-Patterson AFB, Ohio, April 1970, AFIT/AFFDL Report AD-709381

Proceedings, Seventh Annual Conference on Manual Control, University of Southern California, June 1971, NASA-SP-281


Proceedings, Tenth Annual Conference on Manual Control, Wright-Patterson AFB, Ohio, April 1974, AFIT/AFFDL Report AD-A134885


Proceedings, Thirteenth Annual Conference on Manual Control, Massachusetts Institute of Technology, June 15 through 17, 1977, proceedings published by MIT, AD-A328866
Proceedings, Fourteenth Annual Conference on Manual Control, University of Southern California, April 1978, NASA CP-2060


Proceedings, Twentieth Annual Conference on Manual Control, Ames Research Center, Moffett Field, California, June 1984, NASA CP-2341

Proceedings, Twenty-First Annual Conference on Manual Control, Ohio State University, Columbus, Ohio, June 1985, R. A. Miller and R. J. Jagacinski (eds.), NASA CP-2428

SECOND ANNUAL CONFERENCE ON MANUAL CONTROL
(1966)

DISCRETE AND CONTINUOUS MODELS

2-1 Summary of Sine-Wave Tracking Studies
R. W. Pew, J. C. Duffendack, and L. K. Fensch
2-15

2-2 Asynchronous Finite State Models of Manual Control Systems
G. A. Bekey and E. S. Angel
2-25

2-3 Some Neuromuscular Subsystem Dynamics
Duane McRuer
2-39

ADAPTIVE CONTROL

2-4 Process of Adaptation by the Human Controller
Jerome I. Elkind and Duncan C. Miller
2-47

2-5 Model of Human-Operator Response to Step Transitions in Controlled Element Dynamics
D. H. Weir and A. V. Phatak
2-65

2-6 Adaptive Model of the Human Operator in a Time-Varying Control Task
E. E. Gould and K. S. Fu
2-85

2-7 Man in an Adaptive and Multiloop Control System
Y. T. Li
2-99

2-8 Time Varying and Nonlinear Models of Human Operator Dynamics
W. W. Wierwille and G. A. Gagné
2-107

INFORMATION THEORY

2-9 Usefulness of Transinformation as a Measure of Human Tracking Performance
T. Wempe and D. Baty
2-111

2-10 Measured Information Capacity as a Performance Index in Manual Tracking Tasks
Patrick A. Gainer
2-131

MULTIVARIABLE CONTROL

2-11 Human Performance in Single- and Two-Axis Tracking Systems
E. P. Todosiev, R. E. Rose, and L. G. Summers
2-143

2-12 Two-Dimensional Manual Control Systems
William H. Levison
2-159

2-13 Pilot Describing Function Measurements in a Multiloop Task
R. L. Stapleford, D. T. McRuer, and R. Magdaleno
2-181

2-14 Pilot Response in Multiloop Tracking Tasks in Combination With Side Tasks
James J. Adams
2-205

DISPLAY

2-15 Symbolic and Pictorial Displays for Submarine Control
Robert C. McLane and James D. Wolf
2-213
MOTION AND STRESS

2-16 Some Effects of Motion Cues on Manual Tracking
Laurence R. Young

2-17 Acceleration Stress Effects on Pilot Performance and Dynamic Response
Melvin Sadoff and C. B. Dolkas

2-18 The Effect of Minor Alcohol Stress on Tracking Skill
C. B. Gibbs

2-19 An Evaluation of Three Types of Hand Controllers Under Random Vertical Vibration
A. Z. Weisz, R. W. Allen, and C. J. Goddard

2-20 Human Describing Functions Measured in Flight and on Simulators
Harriet J. Smith

OPTIMAL CONTROL

2-21 Preview Control Behavior and Optimal Control Norms
T. B. Sheridan, B. F. Fabis, and R. D. Roland

2-22 Studies in Optimal Behavior in Manual Control Systems: The Effect of Four Performance Criteria in Compensatory Rate-Control Tracking
Richard W. Obermayer, Raymond B. Webster, and Frederick A. Muckler

2-23 Human Decision-Making in Manual Control Systems
R. E. Thomas and J. T. Tou

2-24 Differential Games and Manual Control
Sheldon Baron

2-25 Dynamic System Modeling of Human Operators -- A Preliminary Report
Peter L. Falb and George Kovatch

ANALYSIS AND DESIGN METHODS

2-26 A "Critical" Tracking Task for Man-Machine Research Related to Operator's Effective Delay Time
H. R. Jex, J. D. McDonnell, and A. V. Phatak

2-27 Design Applications of Adaptive (Self-Adjusting) Simulators
Charles R. Kelley

2-28 Discussion of Spectral Human-Response Analysis
Lawrence W. Taylor, Jr.

2-29 Analysis and Prediction of Performance of a Digital Computer Facility for Flight Simulation Studies
M. C. Grignetti and J. I. Elkind
<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>3-1</td>
<td>A Systems Analysis Theory of Manual Control Displays</td>
<td>D. T. McRuer and H. R. Jex</td>
</tr>
<tr>
<td>3-2</td>
<td>Two-Dimensional Manual Control Systems with Separate Displays</td>
<td>William H. Levison and Jerome I. Elkind</td>
</tr>
<tr>
<td>3-3</td>
<td>Piloted Simulator Display System Evaluation-Effective Resolution and Pilot Performance in the Landing Approach</td>
<td>Wendell D Chase</td>
</tr>
<tr>
<td>3-4</td>
<td>Holographic Display Systems</td>
<td>A. J. Devaney, C. Grauling, and S. Baron</td>
</tr>
<tr>
<td>3-5</td>
<td>Human Operator Describing Functions with Visual and Tactile Displays</td>
<td>James C. Bliss</td>
</tr>
<tr>
<td>3-6</td>
<td>A Synthetic Display Technique for Computer-Controlled Simulator and Airborne Displays</td>
<td>Jack J. Hatfield</td>
</tr>
<tr>
<td>3-7</td>
<td>Inflight and Ground Simulation Measurements of Pilot Transfer Characteristics in the Compensatory Roll Tracking Task</td>
<td>F. D. Newell</td>
</tr>
<tr>
<td>3-8</td>
<td>Describing Functions for Compensatory Tracking of Sine Waves Plus Noise</td>
<td>A. C. Beare and A. Kahn</td>
</tr>
<tr>
<td>3-10</td>
<td>Information-Processing Rate as Influenced by the Degree of Response Difficulty; A Discrete Tracking Task</td>
<td>Daniel L. Baty</td>
</tr>
<tr>
<td>3-11</td>
<td>A Psychological Approach to Operator Modeling in Manual Control</td>
<td>Charles R. Kelley</td>
</tr>
<tr>
<td>3-12</td>
<td>Relationships Between Fourier and Spectral Analyses</td>
<td>Lawrence W. Taylor, Jr.</td>
</tr>
<tr>
<td>3-13</td>
<td>Manual Control System Performance With Quickened Display, State Variable Display, and Display Gains</td>
<td>F. A. Muckler and R. W. Obermayer</td>
</tr>
<tr>
<td>3-14</td>
<td>Sensory-Motor Aspects of Manual Control of High-Inertia Tracking Systems</td>
<td>Russell L. Smith and John Lyman</td>
</tr>
</tbody>
</table>
3-15 Force Feedback Compensation: A New Concept for Improved Manual Control System Performance
James H. Herzog and Richard W. Pew
3-213

3-16 Effect of Some Control System Nonlinearities on Single-Loop Compensatory Tracking
Dunstan Graham
3-215

**DECISION PROCESSES II**

3-17 An Asynchronous Pulse-Amplitude Pulse-Width Model of the Human Operator
M. J. Merritt and G. A. Bekey
3-225

3-18 A Quantal Model for Human Tracking
E. C. Poulton
3-241

3-19 The Effect of a Random-Sampling Interval on a Sampled-Data Model of the Human Operator
G. A. Bekey and J. M. Biddle
3-247

**PHYSIOLOGICAL MODELING**

3-20 Peripheral Versus Central Adaptation: Some Preliminary Results
G. C. Agarwal, B. Berman, P. Loehnberg, and L. Stark
3-261

3-21 State of the Art in Developing Models of Skilled Movement
C. B. Gibbs
3-267

3-22 A Neuromuscular Actuation System Model
D. T. McRuer, R. E. Magdaleno, and G. P. Moore
3-281

3-23 Pupil Dilation as a Measure of Workload
R. O. Anderson and P. E. Pietrzak
3-305

**DECISION PROCESSES III**

3-24 "Inhibitory" Control: Concept for a First Model
John Lyman and Amos Freedy
3-311

3-25 Supervisory Control of Manipulation
T. B. Sheridan and W. R. Ferrell
3-315

**ADVANCED MODELING TECHNIQUES**

3-26 Stochastic Modeling of Human Learning Behavior
Albert E. Preyss and Jacob L. Meiry
3-327

3-27 Manual Time-Optimal Control for High-Order Plants
Syozo Yasui and Laurence R. Young
3-351

3-28 Adaptive Finite-State Models of the Human Operator
E. S. Angel
3-371

3-29 Obtaining Appropriate Human Pilot Describing Functions From Crossover Models and Optimal Control Theory
Lee Gregor Hermann
3-381

**APPLICATIONS**

3-30 Application of Human Transfer Functions to a Design Problem
James J. Adams
3-387

3-31 Asymptotic Stability Studies in Simulated Car Following
Robert E. Fenton
3-399
3-32 Interpretation of Pilot Opinion by Application of Multiloop Models to a VTOL Flight Simulator Task
   *E. W. Vinje and D. P. Miller*

3-33 Man-Machine System Equalization Determination and its Implementation
   *C. L. Tipton*

3-34 Applications of the Pilot Transition Response Model to Flight Control System Failure Analysis
   *David H. Weir*
FOURTH ANNUAL CONFERENCE ON MANUAL CONTROL
(1968)

QUASI-LINEAR DESCRIBING FUNCTION THEORY

<table>
<thead>
<tr>
<th>4-1</th>
<th>A Model for Human Controller Remnant</th>
<th>4-3</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>William H. Levison and David L. Kleinman</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-2</th>
<th>The Human as an Optimal Controller and Information Processor</th>
<th>4-15</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Sheldon Baron and David L. Kleinman</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-3</th>
<th>Mean Square Estimation of Human Pilot Transfer Functions</th>
<th>4-35</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Richard F. Whitbeck and Frederick D. Newell</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-4</th>
<th>Multimodality Pilot Model for Visual and Motion Cues</th>
<th>4-47</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>R. L. Stapleford</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-5</th>
<th>Synthesis of Human Response in Closed-Loop Tracking Tasks</th>
<th>4-59</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>James J. Adams</td>
<td></td>
</tr>
</tbody>
</table>

QUASI-LINEAR DESCRIBING FUNCTION APPLICATIONS

<table>
<thead>
<tr>
<th>4-6</th>
<th>Application of a Systems Analysis Theory for Manual Control Displays to Aircraft Instrument Landing</th>
<th>4-69</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>W. F. Clement, H. R. Jex, and D. Graham</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-7</th>
<th>An Analysis of Pilot Adaptation in a Simulated Multiloop VTOL Hovering Task</th>
<th>4-95</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>E. W. Vinje and D. P. Miller</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-8</th>
<th>Measurement of Pilot Describing Functions From Flight Test Data with Examples From Gemini X</th>
<th>4-119</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Rodney C. Wingrove and Frederick G. Edwards</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-9</th>
<th>Models for Steering Control of Motor Vehicles</th>
<th>4-135</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>David H. Weir and Duane T. McRuer</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-10</th>
<th>Man-Machine Models for Car Steering</th>
<th>4-171</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>E. R. F. W. Crossman and H. Szostak</td>
<td></td>
</tr>
</tbody>
</table>

HUMAN PERFORMANCE THEORY

<table>
<thead>
<tr>
<th>4-11</th>
<th>Human Information Processing Rates During Certain Multiaxes Tracking Tasks with a Concurrent Auditory Task</th>
<th>4-199</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>T. E. Wempe and D. L. Baty</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-12</th>
<th>Prediction and Decisionmaking in Manual Control</th>
<th>4-221</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>William B. Ferrell and Harry S. Cohen</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-13</th>
<th>The Effect of Psychological Stress on Decision Processes in a Tracking Task</th>
<th>4-231</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>C. B. Gibbs</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-14</th>
<th>Predictive Compensation in Time-Delay Manual Control Systems</th>
<th>4-253</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Eric A. King-Smith</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-15</th>
<th>Psychological and Physiological Skill Development -- A Control Engineering Model</th>
<th>4-275</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Ezra S. Krendel and Duane T. McRuer</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4-16</th>
<th>The Application of Discrete Modeling Elements in the Synthesis and Identification of a Deterministic Model for the Visual Scanning Behavior of Human Operators</th>
<th>4-289</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>M. J. Merritt</td>
<td></td>
</tr>
</tbody>
</table>
ANALYSIS OF ADAPTIVE OR HIGHER ORDER CONTROL PROCESSES

4-17  Stochastic Modeling of Human Learning Behavior  
  Jacob L. Meiry
4-18  Contributions of Human Behavior as a Multiloop Controller  
  G. Schweizer
4-19  Pilots Response to Stability Augmentation System Failures and Implications for Design  
  David H. Weir and Walter A. Johnson
4-20  Model of the Adaptive Behavior of the Human Operator in Response to a Sudden Change in the  
  Control Situation  
  A. V. Phatak and G. A. Bekey
4-21  On Dynamic Response of the Human Operator to Transient Inputs  
  Anil V. Phatak and David H. Weir
4-22  State Space Models of Remote Manipulation Tasks  
  Daniel E. Whitney and Thomas B. Sheridan

SYSTEM IDENTIFICATION. SIGNAL ANALYSIS,  
AND PERFORMANCE MEASUREMENT

4-23  Identification of Sampling Intervals in Sampled Data Models of Human Operator  
  G. A. Bekey and C. B. Neal
4-24  Cardinal Reconstruction Theory -- A Tool for Estimating Effects of Display Scanning  
  Warren F. Clement

EFFECTS OF ENVIRONMENTAL VARIABLES ON PERFORMANCE

4-25  On Biocybernetics of the Vestibular System  
  Laurence R. Young
4-26  Motion Cues in Man-Vehicle Control  
  Richard S. Shirley and Laurence R. Young

DEVELOPMENTS IN CONTROL AND DISPLAY SYSTEM DESIGN

4-27  Manual Control System Performance with Predictive Displays  
  John DeShon Warner
4-28  Some Relations Between Visual and Kinesthetic Displays in Normal Driving  
  Malcolm L. Ritchie
4-29  Studies in Driver-Aided Car Following  
  Robert E. Fenton and Charles L. Sheffer
4-30  An Experimental Steering Simulator for Farm Vehicles  
  C. Saran and C. W. Suggs

DEVELOPMENT OF MODELS BASED ON DISCRETE  
SIGNAL PROCESSING

4-31  A Revised Stochastic Sampled Data Model for Eye Tracking Movements  
  L. B. Young, J. D. Forster, and N. Van Houtte
4-32  Modeling the Human Operator with Finite-State Machines  
  Lawrence J. Fogel and Roger A. Moore
NEUROMUSCULAR SYSTEM ANALYSIS

4-33 A Closed-Loop Neuromuscular System Explanation of Force Disturbance Regulation and Tremor Data 4-527
K. E. Magdaleno and D. T. McRuer

4-34 A Dynamic Model of an Agonist-Antagonist Muscle Pair 4-543
W. H. Vickers and T. B. Sheridan

4-35 Effect of External Loading on Human Motor Reflexes 4-551
Gyan C. Agarwal, Bradley Berman, Michael T. Hogins, Peter Lohnberg, and Lawrence Stark

4-36 Models of Muscle Proprioceptive Receptors 4-569
Gyan Agarwal, Gerald Gotlieb, and Lawrence Stark
# FIFTH ANNUAL CONFERENCE ON MANUAL CONTROL
(1969)

## QUASI-LINEAR MODELS

<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>5-1</td>
<td>Identification of Human Operator Models by Stochastic Approximation</td>
<td>C. B. Neal and G. A. Bekey</td>
<td>5-3</td>
</tr>
<tr>
<td>5-2</td>
<td>Application of a Modified Fast Fourier Transform to Calculate Human Operator Describing Function</td>
<td>Richard S. Shirtey</td>
<td>5-21</td>
</tr>
<tr>
<td>5-3</td>
<td>Nonlinear Time-Domain Models of Human Controllers</td>
<td>Lawrence W. Taylor, Jr.</td>
<td>5-49</td>
</tr>
<tr>
<td>5-4</td>
<td>Some Examples of Pilot/Vehicle Dynamics Identified from Flight Test Records</td>
<td>Rodney C. Wingrove, Frederick G. Edwards, and Armando E. Lopez</td>
<td>5-67</td>
</tr>
<tr>
<td>5-6</td>
<td>Pilot Describing Function Models for Nonlinear Controlled Elements</td>
<td>Leon C. Duggar, James T. Mannen, and Russell A. Hannen</td>
<td>5-107</td>
</tr>
<tr>
<td>5-7</td>
<td>A Study of the Variability of Human Operator Performance Based on the Crossover Model</td>
<td>August L. Burgett</td>
<td>5-111</td>
</tr>
<tr>
<td>5-8</td>
<td>An Investigation into Pursuit Tracking in the Presence of a Disturbance Signal</td>
<td>L. D. Reid</td>
<td>5-129</td>
</tr>
<tr>
<td>5-9</td>
<td>A Model for Human Controller Remnant</td>
<td>William H. Levison, Sheldon Baron, and David L. Kleinman</td>
<td>5-171</td>
</tr>
<tr>
<td></td>
<td>Reply to Professor Crossman's Discussion</td>
<td>William H. Levison</td>
<td>5-202</td>
</tr>
<tr>
<td>5-10</td>
<td>An Investigation into Some Aspects of the Human Operator Describing Function While Controlling a Single Degree of Freedom</td>
<td>M. Gordon-Smith</td>
<td>5-203</td>
</tr>
</tbody>
</table>

## DISPLAY SYSTEMS

<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>5-11</td>
<td>Effects of Display Gain on Human Operator Information Processing Rate in a Rate Control Tracking Task</td>
<td>Daniel L. Baty</td>
<td>5-243</td>
</tr>
<tr>
<td>5-12</td>
<td>Rotation of Visual Reference Systems and Its Influence on Control Quality</td>
<td>R. Bernotat</td>
<td>5-263</td>
</tr>
<tr>
<td>5-13</td>
<td>Three Display Techniques at the Man Vehicle Laboratory</td>
<td>Laurence R. Young, Charles M. Oman, Robert M. Vircks, Noel A. J. Van Houtte, and Gordon G. Kemp</td>
<td>5-271</td>
</tr>
<tr>
<td>5-14</td>
<td>Applications of Tactile Displays for Pilot Cuing</td>
<td>John W. Hill, James C. Bliss, and Kenneth W. Card</td>
<td>5-285</td>
</tr>
</tbody>
</table>

11

OPTIMAL CONTROL MODELS

5-15 Step Tracking: In What Sense is this Optimal?
Gyan C. Agarwal and Gerald L. Gottlieb

5-16 An Evaluation of a Pilot Model Based on Kalman Filtering and Optimal Control
Rodney D. Wierenga

5-17 An Optimal Control Model of Human Behavior
David L. Kleinman, Sheldon Baron, and William H. Levison

5-18 Application of Optimal Control Theory to Prediction of Human Performance in a Complex Task
Sheldon Baron, David L. Kleinman, Duncan C. Miller, William H. Levison
and Jerome I. Elkind

ADAPTIVE AND DISCRETE MODELS

5-19 Tracking Quasi-Predictable Displays
R. E. Magdaleno, H. R. Jex and W. A. Johnson

5-20 Decision Processes in the Adaptive Behavior of Human Controllers
Anil V. Phatak and George A. Bekey

HUMAN PERFORMANCE THEORY

5-21 Motion Scaling on One- and Two-Axis Compensatory Control Tasks
Hugh P. Bergeron

5-22 Subjective Scaling of Springs, Shock Absorbers, and Fly Wheels
Richard Pew and J. David Chananie

5-23 Human Performance in Time-Optimal State Regulation Tasks
Duncan C. Miller

NEUROMUSCULAR MODELS

5-24 Mathematical Development and Solution of a Physical Model for Muscular Contractile Elements
Julia T. Apter and William W. Graessley

5-25 Muscle Spindle Models: Multiple Input-Multiple Output Simulations
Gerald L. Gottlieb and Cyan C. Agarwal

5-26 Some Aspects of Human Postural Regulation
Gyan C. Agarwal, Gerald L. Gottlieb, and Lawrence Stark

5-27 A Formal Model for Arm Motion During Target Approach
J. W. Aldrich, J. Lyman, and H. Stassen

5-28 Contributions of Roll and Yaw Motion Cues in Manual Control
L. R. Young and P. B. Dinsdale

MONITORING

5-29 Four Axis Compensatory Systems with Separated Displays and Controls
William H. Levison and Jerome L. Elkind

5-30 A Theory for the Human Operator's Remnant in Multiloop Display -Control Tasks
W. F. Clement

5-31 Application of Pilot Models to Display Design -Some Basic Experiments
R. O. Anderson
### APPLICATIONS

<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>5-32</td>
<td>Describing Function Models of a Driver-Aid System for Car Following</td>
<td><em>Ronald G. Rule and Robert E. Fenton</em></td>
<td>5-663</td>
</tr>
<tr>
<td>5-33</td>
<td>Resolved Motion Rate Control of Manipulators and Human Prostheses</td>
<td><em>Daniel E. Whitney</em></td>
<td>5-685</td>
</tr>
<tr>
<td>5-34</td>
<td>Evaluation of a New Aircraft Controller Concept for the SST</td>
<td><em>John DeShon Warner</em></td>
<td>5-697</td>
</tr>
<tr>
<td>5-35</td>
<td>Some Apollo Midcourse Manual Control Simulation Innovations</td>
<td><em>Dexter C. Sederstrom, J. Robert Peterson, Derril B. Pratt, and O. Herbert Lindquist</em></td>
<td>5-709</td>
</tr>
</tbody>
</table>
### SIXTH ANNUAL CONFERENCE ON MANUAL CONTROL (1970)

#### DISPLAY

<table>
<thead>
<tr>
<th>6-1</th>
<th>The Use of Predictor Displays for Terminal Area Air Traffic Control</th>
<th>6-1</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>William B. Rouse</td>
<td></td>
</tr>
<tr>
<td>6-2</td>
<td>An Investigation of Head Tracking Performance Using a Helmet Mounted Sight and Display System</td>
<td>6-7</td>
</tr>
<tr>
<td></td>
<td>Allen H. Henke</td>
<td></td>
</tr>
<tr>
<td>6-3</td>
<td>Control Gains in Head-up Presentation</td>
<td>6-19</td>
</tr>
<tr>
<td></td>
<td>J. M. Naish</td>
<td></td>
</tr>
<tr>
<td>6-4</td>
<td>Pilot Performance with a Simulated Pictorial Landing Display Including Different Conditions of Resolution And Update Rate</td>
<td>6-47</td>
</tr>
<tr>
<td></td>
<td>T. Wempe and E. Palmer</td>
<td></td>
</tr>
<tr>
<td>6-5</td>
<td>Measurement and Analysis of Pilot Scanning Behavior During Simulated Instrument Approaches</td>
<td>6-83</td>
</tr>
<tr>
<td></td>
<td>D. H. Weir and R. H. Klein</td>
<td></td>
</tr>
<tr>
<td>6-6</td>
<td>Tactical Utility Helicopter Information Transfer Study</td>
<td>6-109</td>
</tr>
<tr>
<td></td>
<td>John A. Barnes</td>
<td></td>
</tr>
<tr>
<td>6-7</td>
<td>A Perspective Glideslope Indicating System</td>
<td>6-117</td>
</tr>
<tr>
<td></td>
<td>Noel A. J. Van Houtte</td>
<td></td>
</tr>
<tr>
<td>6-8</td>
<td>An Integrated Display for Trajectory Control of Helicopters and VTOL Aircraft</td>
<td>6-133</td>
</tr>
<tr>
<td></td>
<td>Theodore A. Dukes</td>
<td></td>
</tr>
<tr>
<td>6-9</td>
<td>The Statistical Phase Plane Display: A New Method for Monitoring Time Series</td>
<td>6-147</td>
</tr>
<tr>
<td></td>
<td>Joseph G. Wohl</td>
<td></td>
</tr>
</tbody>
</table>

#### NEUROMUSCULAR SYSTEM ANALYSIS

<table>
<thead>
<tr>
<th>6-10</th>
<th>Progress in Quantification of Muscular Action</th>
<th>6-165</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Julia T. Apter and William W. Graessley</td>
<td></td>
</tr>
<tr>
<td>6-11</td>
<td>A Model of Muscle Activity</td>
<td>6-177</td>
</tr>
<tr>
<td></td>
<td>Gerald L. Gottlieb and Gyan C. Agarwal</td>
<td></td>
</tr>
<tr>
<td>6-12</td>
<td>On the Grading of Tension During Voluntary Contraction of Skeletal Muscle</td>
<td>6-195</td>
</tr>
<tr>
<td></td>
<td>L. Ostroy, A. V. Phatak, and G. A. Bekey</td>
<td></td>
</tr>
<tr>
<td>6-13</td>
<td>The Dynamic Characteristics of Human Skeletal Muscle Modeled From Surface Stimulation</td>
<td>6-211</td>
</tr>
<tr>
<td></td>
<td>J. A. Tennant</td>
<td></td>
</tr>
<tr>
<td>6-14</td>
<td>Sensory Feedback in Human Posture Control</td>
<td>6-249</td>
</tr>
<tr>
<td></td>
<td>Lewis M. Nashner and Jacob L. Meiry</td>
<td></td>
</tr>
<tr>
<td>6-15</td>
<td>Experimental and Generalized Mathematical Analysis of the Human Motor Control System</td>
<td>6-269</td>
</tr>
<tr>
<td></td>
<td>Gerhard Vossius and Jurgen Werner</td>
<td></td>
</tr>
<tr>
<td>6-16</td>
<td>Direct Evidence Against Sampling at the Alpha Motoneuron</td>
<td>6-277</td>
</tr>
<tr>
<td></td>
<td>Gyan C. Agarwal and Gerald L. Gottlieb</td>
<td></td>
</tr>
</tbody>
</table>
MAN-VEHICLE ANALYSIS

6-17 Application of Parameter Optimization to Stability Augmentation Design
R. L. Stapleford 6-293

6-18 A Pilot-Vehicle System Approach to Longitudinal Flight Director Design
R. H. Klein, D. T. McRuer, and D. H. Weir 6-313

6-19 A Study of Relationships Between Aircraft System Performance and Pilot Ratings

6-20 "Paper Pilot" -- An Application of Pilot Models to Predict VTOL Flying Qualities in Precision Hover
R. O. Andersen and J. D. Dillow 6-349

6-21 Man/Machine Function Allocation of Flight Control
O. H. Lindquist 6-365

6-22 The Application of Human Operator Describing Function Theory to the Prediction of Tracking
Performance in the Cheyenne Swiveling Gunner's Station
P. Briggs and L. G. Hofmann 6-405

6-23 On the Influence of Drugs on the Behavior of a Bicycle Rider
A. van Lunteren and H. G. Stassen 6-419

MANIPULATORS AND MANIPULATION

6-24 Independent Changes in Visual and Kinaesthetic Feedback
Leslie Buck 6-439

6-25 Training for the Production of Memorized Movement Patterns
Terry R. Armstrong 6-449

6-26 On Simulated and Full-Scale Car Following
Robert E. Fenton, James H. Ott, and Ronald G. Rule 6-457

6-27 In-Flight Evaluation of Pilot's Controllers
David E. Frearson and James A. Townsend 6-479

6-28 A Computer Based Learning System for Inhibitory Teleoperator Control
Amos Freedy, Frederick Hull, and John Lyman 6-481

6-29 On the Possibilities of Tactile Information Transmission For the Use in Arm Prostheses
H. G. Stassen, A. W. A. Meyer, and A. van Lunteren 6-513

6-30 Can Proprioceptive Cues Unload the Human Operator?
Karl-Friedrich Kraiss 6-535

ADVANCED MODELING TECHNIQUES

6-31 Design of Corrective Dynamics Controllers
Ralph Mekel and Patrick Peruo, Jr. 6-549

6-32 A Two Dimensional, Pattern Recognizing, Adaptive Model of a Human Controller
D. W. Gilstad and K. S. Fu 6-553

6-33 An Input Adaptive, Pursuit Tracking Model of the Human Operator
John R. Ware 6-571

6-34 A Discrete Stochastic Optimal Control Model of the Human
H. M. Paskin 6-577

6-35 A Model for Task Interference
William H. Levison 6-585
6-36 On How Often the Supervisor Should Sample

Thomas B. Sheridan

6-37 Systems Engineering, Social Science and the Quality of Urban Life

Ezra S. Krendel

DESCRIBING FUNCTION MODELS

6-38 The Effects of Changes in Input Power Spectra on Human Operator Compensatory Tracking

John C. Heifferon and Russell A. Hannen

6-39 On the Variance of the Bicycle Rider's Behavior

A. van Lunteren and H. G. Stassen

6-40 On the Optimality of the Human Operator

Glenn A. Jackson

6-41 Visual Sources of Controller Remnant

William H. Levison

6-42 Research on a New Human Dynamic Response Test Battery

H. R. Jex and R. W. Allen

6-43 Identification of Pilot Dynamics with and without Motion Cues

E. P. Salmon and J. T. Gallagher

DESCRIBING FUNCTION MEASUREMENT TECHNIQUES

6-44 A Simple Fourier Analysis Technique for Measuring the Dynamic Response of Manual Control Systems

R. Wade Allen and Henry R. Jex

6-45 A Comparison of Techniques for Measuring Human Operator Frequency Response

Richard S. Shirley

6-46 A Look at Pilot Modeling Techniques at Low Frequencies

Lawrence W. Taylor, Jr.
SEVENTH ANNUAL CONFERENCE ON MANUAL CONTROL  
(1971)

HUMAN OPERATOR MODELS

7-1 Problems in Modeling Man-Machine Control Behavior in Biodynamic Environments  
Henry R. Jex

7-2 Development and Optimization of a Nonlinear Multiparameter Model for the Human Operator  
Gunnar Johannsen

7-3 A Control-Theory Model for Human Decision-Making  
William H. Levison

7-4 An Input Adaptive, Pursuit Tracking Model of the Human Operator  
John R. Ware

7-5 A Hybrid Computer Program for the Visual Display of Compensatory  
System Model Parameters  
Glenn A. Jackson and Gerald Brabani Jr

7-6 Input Noise Approximations in Tracker Modeling,  
Paul F. Torrey and Russell A. Hannen

7-7 Digital Modeling of Human Operator Dynamics via a Class of Liapunov Functions  
Ralph Mekel and Patrick Peruo, Jr

EXTENSIONS OF MANUAL CONTROL THEORY

7-8 Considerations for the Design of an Onboard Air Traffic Situation Display  

7-9 Manual Control Theory Applied to Air Traffic Controller-Pilot Cooperation  
Dunstan Graham, Warren F. Clement, and Lee Gregor Hofmann

7-10 Supervisory Sampling and Control: Sources of Suboptimality in a Prediction  
Thomas B. Sheridan and William B. Rouse

7-11 "Manual" Control Models of Industrial Management  
E. R. F. W. Crossman

BIOLOGICAL ASPECTS OF MANUAL CONTROL

7-12 A Dynamic Model of the Human Postural Control System  
J. C. Hill

7-13 Further Observations on the Relationship of EMG and Muscle Force  
Cyan C. Agarwal, Lawrence R. Cecchini, and Gerald L. Gottlieb

7-14 The Use of a Battery of Tracking Tests in the Quantitative Evaluation of Neurological Function,  
B. S. Repa, J. W. Albers A R Potvin and W. W. Tourtellotte

7-15 Human Disorientation in a Rotating Spacecraft  
Laurence R. Young
ANALYSIS OF DISPLAY SYSTEMS

7-16 The Influence of a Prediction Display on the Quasi-Linear Describing Function and Remnant Measured With an Adaptive Analog-Pilot in a Closed Loop 7-131
D. Dey

7-17 Analytic Evaluation of Display Requirements for Approach to Landing 7-137
David L. Kleinman and Sheldon Baron

7-18 Pilot Performance With a Simulated ILS-Independent Pictorial Display 7-139
Everett Palmer and Thomas Wempe

7-19 Effects of Display Format on Pilot Describing Function and Remnant 7-155
Henry R. Jex, R. Wade Allen, and R. E. Magdaleno

7-20 A Dynamic Response and Eye Scanning Data Base Useful in the Development of Theories and Methods for the Description of Control/Display Relationships 7-161
Richard Klein

7-21 Control Information in Visual Flight 7-167
J. M. Naish

7-22 On the Dependence of Information Display Quality Requirements Upon Human Characteristics and "Pilot/Automatics"-Relations 7-177
V. Wilckens

VISUAL INFORMATION PROCESSING

7-23 A Bayesian Model for Visual Space Perception 7-187
Renwick E. Curry

7-24 A Proposal for Pre-Processing, Reduction, and Selection of Visual Information in Airborne Flight Simulation 7-197
K. P. Gartner

7-25 Mapping an Operator's Perception of a Parameter Space 7-201
Richard W. Pew and Richard J. Jagacinski

AUTOMOBILE DRIVING

7-26 The Measurement of Driver Describing Functions in Simulated Steering Control Tasks 7-209
David H. Weir and Charles K. Wojcik

7-27 Some Interactions Among Driver, Vehicle, and Roadway Variables in Normal Driving 7-219
Malcolm L. Ritchie, John M. Howard, and W. David Myers

7-28 Estimation of Automobile-Driver Describing Functions From Highway Tests Using the Double Steering Wheel 7-223

PERFORMANCE: PREDICTION AND EVALUATION

7-29 Visual-Motor Response of Crewmen During a Simulated 90-Day Space Mission as Measured by the Critical Task Battery 7-239
R. Wade Allen

7-30 Prediction and Analysis of Human Performance in a VTOL Hover Task 7-247
Sheldon Baron and David L. Kleinman

7-31 A Performance Measure for Manual Control Systems 7-257
Theador A. Dukes and Pershing B. Sun
7-32 Serial Segments Method for Measuring Remnant  
R. E. Magdaleno  7-265

7-33 A Design Procedure and Handling Quality Criteria for Lateral-Directional Flight Control Systems  
G. Stein and A. H. Henke  7-271

7-34 Application of Manual Control Theory to the Study of Biological Stress  
Clyde R. Replogle, Frank M. Holden, and Carroll N. Day  7-285

INTERACTION OF SENSORY MODALITIES

7-35 Human Transinformation Rates During One-To-Four Axis Tracking With a Concurrent Audio Task  
Daniel L. Baty  7-293

7-36 The Effects of Attention Sharing in a Dynamic Dual-Task Environment  
R. C. Cliff  7-307

7-37 Motion Cue Effects on Pilot Tracking  
Robert F. Ringland and Robert L. Stapleford  7-327

7-38 Human Operator Dynamics for Aural Compensatory Tracking  
Edward W. Vinje and Edward T. Pitkin  7-339

7-39 A Computer Assisted Teleoperator Control Station With Tactile Feedback  
J. W. Hill and J. C. Bliss  7-349
# EIGHTH ANNUAL CONFERENCE ON MANUAL CONTROL (1972)

## DEVELOPMENTS IN MANUAL CONTROL SYSTEM MODELING

8-1 Identification of the Human Operator Time Delay  
*W. R. Wells and J. R. Schiess*

8-2 A Non-Linear Feedback Model for Tracking Studies  
*E. T. Pitkin*

8-3 An Effective Technique for Extracting Pilot Model Parameter Values from Multi-Feedback, Single-Input Tracking Tasks  
*G. L. Teper*

8-4 Operator Control of Crossover Model Parameters  
*Gary L. Rupp*

## NEW DEVELOPMENTS IN MANUAL CONTROL OUTPUT DEVICES

8-5 The Use of Advanced Pilot's Controllers in 'Fly-by-Wire' Vehicles  
*M. Gordon-Smith*

8-6 A Tactual Pilot Aid for the Approach-and-Landing Task  
*H. Gilson and R. E. Fenton*

8-7 A Fingerstick with Binary Selectable Control Gain  
*G. Rothbauer, W. Krüger, and V. Kruse*

8-8 A Lightspot Operated Typewriter for Quadriplegic Patients  
*M. Soede and H. G. Stassen*

8-9 Photoelectric Head Movement Measurement as a Control Effector  
*B. Chouet and L. R. Young*

## AIRCRAFT DISPLAY CONCEPTS

8-10 Experimental Evaluation of a Display Parameter Using the Phase Margin Performance Measure  
*P. B. Sun*

8-11 A Simulation to Evaluate PWI System Parameters in Visual Search  
*R. E. Curry, J. Dumeurger, E. H. Day, and J. W. Senders*

8-12 Trends in Commercial Aircraft Crew Roles and Manual Control Research Application  
*J. D. Warner*

## VISUAL DISPLAY DEVELOPMENTS

8-13 Head-Up Display for the Visual Approach  
*J. M. Naish*

8-14 Response Strategies with a Cross-Coupled Control System  
*P. D. McLeod*

8-15 A Pilot Model for Tracking with Preview  
*L. D. Reid and S. Drewell*
REMOTE MANIPULATION AND OTHER CONTROL STRATEGIES

8-16 The Mathematics of Coordinated Control of Prostheses and Manipulators  
D. E. Whitney  
8-207

8-17 Active Force Feedback Rate Control of Manipulators  
P. M. Lynch and D. E. Whitney  
8-221

8-18 Interactive Aspects of Control by Man and Learning Machine  
A. Freedy, G. Weltman, J. Lyman, and F. C. Hull  
8-227

8-19 Mapping an Operator's Perception of a Parameter Space: II  
R. J. Jagacinski  
8-231

RECENT DEVELOPMENTS IN CONTROL SYSTEM ANALYSIS PROCEDURES

8-20 Transfer Characteristics of Human Adaptive Response to Time-Varying Plant Dynamics  
P. Delp and E. R. F. W. Crossman  
8-245

8-21 Some Recent Experimental Results Pertaining to the Estimation of Power  
Spectra Using Finite Lengths of Data  
R. F. Whitbeck and J. R. Knight  
8-275

8-22 Principal Factors and Trade-Offs in the Rapidity of Convergence of Parameter Tracking Systems  
S. J. Merhav  
8-291

8-23 Adaptive Identification of Parameters in Models of Physiological Systems  
R. Mekel  
8-299

ASSESSMENT OF THE DEGRADING EFFECTS OF ENVIRONMENTAL AND  
PHARMACOLOGICAL AGENTS OF HUMAN CONTROLLER

8-24 The Degradation of Tracking Performance as a Function of Environmental Stresses of Heat and Noise  
G. M. Swisher and F. M. Maher  
8-309

8-25 Vibration Effects on Manual Control Performance  
R. W. Allen, H. R. Jex, and R. E. Magdaleno  
8-319

8-26 Clinical Applications of Tracking  
B. S. Repa, J. W. Albers, R. W. Pew, and W. V. Tourtellotte  
8-343

8-27 Effects of d-Amphetamine on Quantitative Measures of Motor Performance  
8-369

IMPROVING AND EVALUATING AIRCRAFT HANDLING QUALITIES

8-28 Preliminary Short Period Design Criteria through the Application of Pilot Modeling Technique  
E. P. Salmon and D. F. Kesler  
8-373

8-29 Pilot/Vehicle Control Optimization Using Averaged Operational Mode and Subsystem Relative  
Performance Index Sensitivities  
G. G. Leininger, B. Lehtinen, and J. P. Riehl  
8-387

8-30 The Use of Nonadjectival Rating Scales in Human Response Experiments  
R. A. Hess and D. M. Layton  
8-411

8-30a The Sensuous SAS by Paper Pilot  
Teddy L. Hcllis, Russell A. Hannen, and James D. Dillow  
8-413
MANUAL CONTROL ANALYSIS OF AIRCRAFT: CONTROL AND HANDLING QUALITIES

8-31 An Analytical Study of Aircraft Lateral Directional Handling Qualities Using Pilot Models
J. Adams 8-433

8-32 Prediction and Evaluation of Flying Qualities in Turbulence
B. J. Onstott 8-435

MANUAL CONTROL OF NON-FLYING VEHICLES

8-33 Simulation Investigation of Driver/Vehicle Performance in a Highway Gust Environment
D. H. Weir, R. K. Heffley, and R. F. Ringland 8-449

8-34 The Effects of Vehicle Dynamics on Asymptotic Stability in Car Following
G. O. Burnham and G. A. Bekey 8-471

8-35 Modeling the Helmsman of a Supertanker: Some Preliminary Experiments
V. Veldhuyzen, A. van Lunteren, and H. G. Stassen 8-485

EYE MOVEMENTS, EYE TRACKING, AND THE DISTRIBUTION OF ATTENTION

8-36 A Model for the Step-Like Combined Eye-Head Movement
G. Vossius 8-505

8-37 A Single-Channel Model of Attention Sharing in a Dynamic Dual-Task Environment
R. C. Cliff 8-509

THEORY AID APPLICATION OF THE "CRITICAL" TRACKING TASK

8-38 Development of the Dual-Axis and Cross-Coupled Critical Tasks
H. R. Jex, W. F. Jewell, and R. W. Allen 8-529

8-39 Evaluation of Human Operator Aural and Visual Delays with the Critical Tracking Task
E. T. Pitkin and E. V. Vinje 8-553

8-40 Human Operator Remnant in a Subcritical Task
J. N. M. du Jong and A. van Lunteren 8-565

8-41 The Effect of Intermittent Error Displays on the Operator Critical Compensatory Tracking Performance
R. J. Bethke, G. M. Swisher, and M. J. Cook 8-589

NON-VISUAL MODES OF INFORMATION DISPLAY

8-42 Tracking with Kinaesthetic and Auditory Feedback
L. Buck 8-613

8-43 Flight Simulator Evaluation of Audio Displays for IFR Hover Control
E. W. Vinje 8-625

8-44 Pilot Describing Function Measurements for Combined Visual and Linear Acceleration Cues
R. F. Ringland and R. L. Stapleford 8-651
9-17  Pilot Performance During a Simulated Standard Instrument Procedure Turn with and without a Predictor Display  
J. G. Kreifeldt and T. Wempe  
9-147

9-18  A Model Based Technique for the Design of Flight Directors  
W. H. Levison  
9-163

9-19  Some Effects of a Quantized Display Format on Human Operator Tracking Performance  
R. A. Hess and W. M. Teichgraber  
9-173

9-20  Improvements in Pilot/Aircraft-Integration by Advanced Contact Analog Display  
V. Wilckens  
9-175

9-21  Visually Induced Sensations of Motion  
L. R. Young, J. M. Dichgans, and C. M. Oman  
9-193

9-22  Flight-Test Experience with a Snap-shoot Display  
A. E. Preyss, J. L. Mairy, J. E Potter, and R. E. Curry  
9-195

9-23  Application of Describing Functions for Evaluation of Space Shuttle Landing Aid Display Concepts  
W. D. Chase  
9-197

DRIVING AND PSYCHOMOTOR SKILLS

9-24  Sensitivity of a Critical Tracking Task to Alcohol Impairment  
J. A. Tennant and R. R. Thompson  
9-201

9-25  Effects of Alcohol on Continuous Driver Control Dynamics  
D. T. McRuer, H. R. Jex, and R. W. Allen  
9-215

9-26  Performance Assessments via the Critical Task and Dowel Balancing  
R. W. Pew  
9-215

9-217

9-28  An Experimental Study of The Motorcycle Roll Stabilization Task  
D. J. Eaton  
9-233

9-29  Comparisons of Population Subgroups Performance on a Keyboard Psychomotor Task  
R. L. Stapleford  
9-245

9-30  Optimization of Control Gain by Operator Adjustment  
W. Kruse and G. Rothbauer  
9-259

9-31  The Effects of Display Variables and Secondary Loading on the Dual Axis Critical Task Performance  
G. M. Swisher and S. Mataraj  
9-265

9-32  Manual Control of Vehicles with Slowly-Varying Dynamics  
T. E. Moriarty, R. M. Howe, and R. W. Pew  
9-279

9-33  A Multi-Axis Side-Arm Controller for the Tactical Aircraft Guidance System (TAGS) Program  
M. Gordon-Smith  
9-279

9-34  Vibration Feedthrough to Manual Control System  
R. W. Allan, R. E. Magdaleno, and H. R. Jex  
9-281

9-35  Flight Investigation of Pilot Describing Function for Lateral Directional Control of an Airplane in Turbulent Air  
G. Beppu  
9-281

9-36  On the Dynamics of Human Pilots in Marginally Controllable System  
W. Goto and F. Washizu  
9-283
SYSTEM IDENTIFICATION AND SIGNAL DETECTION

9-37 Identification of the Optimal Control Model for the Human Operator
   A. V. Phatak, R. K. Mehra, and C. Day

9-38 Parameter Estimation in Linear Models of the Human Operator in a Closed Loop
   with Application of Deterministic Test Signals
   A. van Lunteren and H. G. Stassen

9-39 An Adaptive Approach to Nonlinear System Identification,
   R. Mekel

9-40 Identification of Human Operator Performance Models Utilizing Time Series Analysis
   P. M. Holden and S. M. Shinners

9-41 In-Flight Measured Human Pilot Describing Function and Remnant for Pitch Attitude Control
   B. A Moo

9-42 A Simplified Signal Analysis Technique for Obtaining Optimal Estimates of System Dynamics
   R. P. Whitbeck

ELECTROPHYSIOLOGICAL SYSTEMS ANALYSIS

9-43 A Stochastic Model of the Electromyogram
   G. C. Agarwal and G. L. Gottlieb

9-44 Modeling and Measuring Limb Fine-Motor Unsteadiness,
   R. E. Magdaleno, H. R. Jex, and R. W. Allen

9-45 Evaluation of Flight Simulation Displays Using Electrophysiological Techniques
   L. J. Leifer and G. Buckland

9-46 The Muscle Spindle as a Feedback Element in Muscle Control
   L. T. Andrews, A. M. Iannone, and D. J. Ewing

9-47 Continuously Varying Skin Potentials Elicited by Sinusoidally Varying Electric Shock Potentials
   J. W. Senders, V. L. Senders, and B. Tursky

HUMAN MODELING

9-48 Modeling the Behavior of the Helmsman Steering a Ship
   W. Veldhuyzen and H. G. Stassen

9-49 Human Operator Performance in a Simulated AAA Task
   W. B. Levison and S. Baron

9-50 Further Examination of Pilot Instrument Scanning Data and Development
   of a New Link Value Estimator
   L. G. Hoffman, W. P. Clementt, and R. E. Blodget

9-51 A Direct Procedure for Partitioning Scanning Workload In Control Display Systems Design
   W. F. Clement, L. C. Hofmann, and D. Graham

9-52 Signal Detection with Time-Varying Signal to Noise Ratio
   E. G. Gai and R. E. Curry

9-53 Input Signal Adaptivity of the Human Operator: A Linear and Non-Linear Analysis
   K. Etschberger

9-54 A Linear Stochastic Model of the Human Operator
   J. C. Durrett

9-55 Models of Man as a Suboptimal Predictor
   W. B. Rouse
<table>
<thead>
<tr>
<th>9-56</th>
<th>Analysis of Response to Wind-Shears Using the Optimal Control Model of the Human Operator</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>S. Baron</td>
</tr>
<tr>
<td>9-57</td>
<td>The Preview Control Problem with Application to Man-Machine System Analysis</td>
</tr>
<tr>
<td></td>
<td>M. Tomizuka and D. E. Whitney</td>
</tr>
<tr>
<td>9-58</td>
<td>On Modeling Performance of Open-Loop Mechanism</td>
</tr>
<tr>
<td></td>
<td>T. B. Sheridan</td>
</tr>
<tr>
<td>9-59</td>
<td>Prediction of Pilot Performance In STOL Landing</td>
</tr>
<tr>
<td></td>
<td>D. L. Kleinman and W. R. Killingsworth</td>
</tr>
<tr>
<td>9-60</td>
<td>Variable Structure System Model of a Man Machine Adaptive Characteristic</td>
</tr>
<tr>
<td></td>
<td>R. J. Niemela</td>
</tr>
<tr>
<td>Number</td>
<td>Title</td>
</tr>
<tr>
<td>--------</td>
<td>-----------------------------------------------------------------------</td>
</tr>
<tr>
<td>10-1</td>
<td>Decision Behavior with Changing Signal Strength</td>
</tr>
<tr>
<td>10-2</td>
<td>A Method for Unbiased Parameter Estimation by Means of the Equation Error Input Covariance</td>
</tr>
<tr>
<td>10-3</td>
<td>Measurements and Modeling on the Nature of Physiological Tremor</td>
</tr>
<tr>
<td>10-4</td>
<td>Determination of In-Flight Pilot Parameters Using a Newton-Raphson Minimization Technique</td>
</tr>
<tr>
<td>10-5</td>
<td>Measurement of Muscle Stiffness During a Twitch Contraction</td>
</tr>
<tr>
<td>10-6</td>
<td>Detection of a Change in Plant Dynamics in a Man-Machine System</td>
</tr>
<tr>
<td>10-7</td>
<td>Multi-Axis Pilot-Vehicle Dynamics</td>
</tr>
<tr>
<td>10-8</td>
<td>Comparison of Seven Performance Measures in a Tine Delayed Manipulation Task</td>
</tr>
<tr>
<td>10-9</td>
<td>Human Operator Workload for Various Control Situations</td>
</tr>
<tr>
<td>10-10</td>
<td>An Analysis of the Neat-Smith Longitudinal Flying Qualities Criteria</td>
</tr>
<tr>
<td>10-11</td>
<td>Tracking with Head Position Using an Electro-Optical Monitor</td>
</tr>
<tr>
<td>10-12</td>
<td>General Approach to Generating Sensory Feedback Information from Upper Extremity Prosthetic Terminal Device</td>
</tr>
<tr>
<td>10-13</td>
<td>A Performance Measurement Model for Non-Linear Man-Machine Control Problems</td>
</tr>
<tr>
<td>10-14</td>
<td>Influence of Head Position and Field on Visually Induced Motion Effects in Three Axes of Rotation</td>
</tr>
<tr>
<td>10-16</td>
<td>Impairment of Moderate Versus Heavy Drinkers in Simulated Driving Tasks</td>
</tr>
<tr>
<td>10-17</td>
<td>An Evaluation of a Predictor Used with Two Different Aircraft Map Display Orientations</td>
</tr>
<tr>
<td>10-18</td>
<td>On Information Presentation Via Dual Kinesthetic-Tactual Displays</td>
</tr>
</tbody>
</table>
10-20 The Effect of Display Format on Human Perception of Statistics
William B. Rouse

10-21 Future Terminal Air Traffic Management Concepts
John G. Kreifeldt and Thomas E. Wempe

10-22 Pilot Vehicle Describing Function Measures in High Angle of Attack
Lateral-Longitudinal Coupled Flight
Donald E. Johnston and Raymond E. Magdaleno

10-23 Manual Control of a Time-Varying Vehicle
Thomas E. Moriarty

10-24 A Preliminary Look at Flight Director Design Philosophies for Application
to a VTOL Landing Approach Plight Experiment
R. T. N. Chen, J. V. Lebacqz, and E. W. Aiken

10-25 Vertical Vibration Interference on a Pitch Attitude Control Task
Raymond E. Magdaleno, R. Wade Allen, and Henry R. Jex

10-26 Analysis of Vibration-Induced Pilot Remnant
William H. Levison

10-27 Fly and Fight: Predicting Piloted Performance in Air-to-Air Combat
Thomas R. Harvey and James D. Dillow

10-28 Design of a Manual Control System for a STOL Aircraft on Microwave Landing
System Curved Approaches
Thomas B. Cunningham and Robert L. Swaim

10-29 A Control Augmentation Concept for Improved Manual Control
Kenneth W. McElreath

10-30 Application of Describing Functions for Evaluation of Space Shuttle Landing Aid Display Concepts
Wendell D. Chase

10-31 Paper Pilot Hovers Laterally
David L. Nolting, James D. Dillow, and Russell A. Hannen

10-32 Some Applications of Optimal Control Theory to Manual Control
K. W. Anderson

10-33 Paper Pilot Makes a Blind Landing
Daniel J. Biezad, James D. Dillow, and Douglas G. Picha
# ELEVENTH ANNUAL CONFERENCE ON MANUAL CONTROL (1975)

## CONCURRENT TASKS

<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>11-1</td>
<td>Multivariable Manual Control With Simultaneous Visual and Auditory Presentation of Information</td>
<td>Hartmut Uhlemann and Georg Geiser</td>
</tr>
<tr>
<td>11-2</td>
<td>Experiments In Pilot Decision-Making During Simulated Low Visibility Approaches</td>
<td>Renwick E. Curry, John K. Lauber, and Charles E. Billings</td>
</tr>
<tr>
<td>11-3</td>
<td>Tracking Performance Under Time Sharing Conditions With a Digit Processing Task: A Feedback Control Theory Analysis</td>
<td>Daniel Gopher and Christopher D. Wickens</td>
</tr>
<tr>
<td>11-4</td>
<td>Time Estimation as a Secondary Task to Measure Workload</td>
<td>Sandra G. Hart</td>
</tr>
<tr>
<td>11-5</td>
<td>Failure Detection by Pilots During Automatic Landing: Models and Experiments</td>
<td>Eli C. Gai and R. E. Curry</td>
</tr>
<tr>
<td>11-6</td>
<td>Human Factors Research Problems In Electronic Voice Warning System Design</td>
<td>C. A. Simpson and D. H. Williams</td>
</tr>
<tr>
<td>11-7</td>
<td>A Decision and Control Multi-Axis Pilot Model Based on an Urgency for Action Concept</td>
<td>J. J. Pollard and R. A. Hannen</td>
</tr>
<tr>
<td>11-8</td>
<td>Discrete Time Modelization of Human Pilot Behavior</td>
<td>Daniel Cavalli and Dominique Soulage</td>
</tr>
<tr>
<td>11-9</td>
<td>Human Interaction With an Intelligent Computer in Multi-Task Situations</td>
<td>William B. Rouse</td>
</tr>
<tr>
<td>11-10</td>
<td>A Model for Simultaneous Monitoring and Control</td>
<td>R. E. Curry, David L. Kleinman, and William C. Hoffman</td>
</tr>
<tr>
<td>11-11</td>
<td>Detection of System Failures In Multi-Axes Tasks</td>
<td>Arye R. Ephrath</td>
</tr>
<tr>
<td>11-12</td>
<td>Driver Decision-Making Research In a Laboratory Simulation</td>
<td>R. Wade Allen, Stephen H. Schwartz, and Henry R. Jex</td>
</tr>
</tbody>
</table>

## PHYSIOLOGICAL SYSTEMS

<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>11-13</td>
<td>Recognition of Stimulus Displays - An Electrophysiological Analysis</td>
<td>Victor S. Johnston</td>
</tr>
<tr>
<td>11-14</td>
<td>A Two-Dimensional Tracker to Test and Evaluate Patients Afflicted With Nervous System Disorders</td>
<td>Hugh P. Bergeron and James D. Holt</td>
</tr>
<tr>
<td>11-15</td>
<td>Frequency Modulated Cutaneous Orientation Feedback From Artificial Arms</td>
<td>Moshe Solomonow, Amos Freedy, and John Lyman</td>
</tr>
<tr>
<td>11-16</td>
<td>Role of Stretch Reflex in Voluntary Movements</td>
<td>Gerald L. Gottlieb and Gyan C. Agarwal</td>
</tr>
<tr>
<td>11-17</td>
<td>Head-Eye Tracking In Two-Dimensional Pursuit Tasks</td>
<td>D. K. Shirachi and J. H. Black, Jr.</td>
</tr>
</tbody>
</table>
### CONTROLS AND DISPLAYS

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Effects of Low Frequency Vibration of a Limb</td>
<td>11-217</td>
</tr>
<tr>
<td><strong>Gyan C. Agarwal and Gerald L. Gottlieb</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Manual Control Display for a Four-Dimensional Landing Approach</td>
<td>11-245</td>
</tr>
<tr>
<td><strong>James T. Silverthorn and Robert L. Swaim</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Simulator Evaluation of a Perspective Clipped-Pole Display and a Thrust-Vector Controller For VTOL Zero-Zero Landings</td>
<td>11-268</td>
</tr>
<tr>
<td><strong>M. R. Murphy and R. K. Greif</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Information and Display Requirements for an Independent Landing Monitor</td>
<td>11-283</td>
</tr>
<tr>
<td><strong>J. S. Karmarker, J. A. Sorensen, and A. V. Phatak</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Lagged Low Order Control Systems With Powered Controls</td>
<td>11-284</td>
</tr>
<tr>
<td><strong>E. C. Poulton</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Results of a Flight Investigation of Control-Display Interactions for VTOL Decelerating Descending Instrument Approaches Using the X-22A Aircraft</td>
<td>11-297</td>
</tr>
<tr>
<td><strong>J. V. Lebacqz and E. W. Aiken</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>A Simulator Study on Information Requirements for Precision Hovering</td>
<td>11-325</td>
</tr>
<tr>
<td><strong>James L. Lemons and Theodore A. Dukes</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Motion-Base Simulator Tests of Low Frequency Aircraft Motion on the Passenger Ride Environment</td>
<td>11-337</td>
</tr>
<tr>
<td><strong>Hugh P. Bergeron and James D. Holt</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>A Model-Based Analysis of a Display for Helicopter Landing Approach</td>
<td>11-338</td>
</tr>
<tr>
<td><strong>Ronald A. Hess and L. William Wheat</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Simulation of Man-Machine Interaction on Shuttle Payload Manipulator</td>
<td>11-356</td>
</tr>
<tr>
<td><strong>R. P. Hookway and S. S. Jackson</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Unique Wide Field of View Visual Simulation</td>
<td>11-377</td>
</tr>
<tr>
<td><strong>John Niemela</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Test Procedures and Performance Measures Sensitive to Automobile Steering Dynamics</td>
<td>11-393</td>
</tr>
<tr>
<td><strong>Richard Klein, Duane McRuer, and David Weir</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>An Interactive Driving Simulation for Driver Control and Decision-Making Research</td>
<td>11-395</td>
</tr>
<tr>
<td><strong>R. Wade Allen, Jeffrey R. Hogge, and Stephen H. Schwartz</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Effects of Automobile Steering Characteristics on Driver Vehicle System Dynamics In Regulation Tasks</td>
<td>11-408</td>
</tr>
<tr>
<td><strong>Duane McRuer and Richard Klein</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>A Kinesthetic-Tactual Display for Stall Deterrence</td>
<td>11-440</td>
</tr>
<tr>
<td><strong>Richard D. Gilson, Ronald W. Ventola, and Robert E. Fenton</strong></td>
<td></td>
</tr>
</tbody>
</table>

### PERFORMANCE/WORKLOAD EVALUATION

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Verbal Workload In Distributed Air Traffic Management</td>
<td>11-455</td>
</tr>
<tr>
<td><strong>J. G. Kreifeldt, B. Pardo, T. Wempe, and E. Huff</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Effects of Automobile Steering Characteristics on Driver/Vehicle System Performance in Discrete Maneuvers</td>
<td>11-472</td>
</tr>
<tr>
<td><strong>Richard H. Klein and Duane T. McRuer</strong></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>The Effects of Stability Augmentation on the Gust Response of a STOL Aircraft During a Curved Manual Approach</td>
<td>11-486</td>
</tr>
<tr>
<td><strong>Milton B. Porter, Jr. and Robert L. Swaim</strong></td>
<td></td>
</tr>
</tbody>
</table>
11-36 Subjective Evaluation With FAA Criteria - A Multi-Dimensional Scaling Approach
   J. G. Kreifeldt, L. Parkin, T. E. Wempe, and E. F. Huff

11-37 Slushy Weightings for the Optimal Pilot Model
   James D. Dillow, Douglas G. Picha, and Ronald O. Anderson

11-38 A Theoretical Study of the Pilot as a System Monitor
   P. H. Wewerinke

11-39 Human Performance Evaluation In Dual-Axis Critical Task Tracking
   Malcolm L. Ritchie and N. S. Nataraj

11-40 Continuous Performance Measurement In Flight Systems
   Edward M. Connelly, Nicholas A. Sloan, and Robert M. Zeskind

SYSTEM IDENTIFICATION

11-41 Problems, Questions and Results in the Use of the BBN-Model
   Dieter Dey

11-42 Performance Evaluation of Tracking Based on a Low Pass Filter Model
   Daniel U. Repperger

11-43 A Study of Pilot Behavior During Controlling the Lateral Directional Motion of Airplanes
   In Turbulent Air
   Goto Beppu

11-44 A Multiloop Approach to Modeling Motion Sensor Responses
   Andrew M. Junker, Daniel U. Repperger, and John A. Neff

11-45 Effects of Control-Stick Parameters on Tracking Performance In a Vibration Environment
   William H. Levison

11-46 Evaluation of Optimal Control Type Models for the Human Gunner in an Anti-Aircraft
   Artillery (AAA) System
   Anil V. Phatak and Kenneth M. Kessler

11-47 Comparison of Human Driver Dynamics In Simulators With Complex
   and Simple Visual Displays and In an Automobile on the Road
   Duane T. McRuer and Richard S. Klein

11-48 Manual and Automatic Control of Surface Effect Ships
   Warren F. Clement, John J. Shanahan, and R. Wade Allen

11-49 The Effects of Bedrest on Crew Performance During Simulated Shuttle Reentry
TWELFTH ANNUAL CONFERENCE ON MANUAL CONTROL
(1976)

MULTI-TASK DECISION MAKING

12-1  Review of the Symposium on Monitoring Behavior and Supervisory Control
      (Berchtesgaden, F. R. Germany, March 8-12, 1976)  12-3
      T. B. Sheridan

12-2  Human Control and Monitoring Models and Experiments  12-14
      P. H. Wewerinke

12-3  An Experimental Situation for Study of Pilot Interaction with Automated Airborne
      Decision Making Systems  12-39
      W. B. Rouse, Y-V. Chu, and R. S. Walden

12-4  An Experimental Situation for Study of Human Decision Making in Multi-Process Monitoring  12-45
      W. B. Rouse and J. S. Greenstein

12-5  The Psychophysics of Random Processes  12-50
      R. E. Curry and T. Govindaraj

ATTENTION ALLOCATION AND WORKLOAD MEASUREMENT

12-6  A Novel Approach to the Cross-Adaptive Auxiliary Task  12-63
      A. R. Ephrath

12-7  Is There An Optimum Workload in Manual Control  12-72
      W. L. Verplank

12-8  Task Interference in Multi-Axis Aircraft Stabilization  12-80
      E. D. Onstott

12-9  Results of a Display Design Technique Applied to VTOL Aircraft  12-90
      * W. C. Hoffman, R. E. Curry, and D. L. Kleinman

12-10 Telling a Computer How a Human Has Allocated His Attention Between Control and Monitoring
      Tasks  12-104
      K. D. Enstrom and W. B. Rouse

12-11 The Use of Event-Related Potentials in the Enhancement of System Performance  12-124

12-12 Pupillometric Measurement of Cognitive Workload  12-135
      J. Beatty

DISPLAYS AND CONTROLS

12-13 Left-Brain/Right-Brain and Symbolic/Analogic Human Operator Output Compatibility  12-147
      W. L. Verplank

12-14 A Regression Approach to Generate Aircraft Predictor Information  12-156
      P. D. Gallaher, R. A. Hunt, and R. C. Williges

12-15 Introduction to a Coordinated Cockpit Display Concept  12-166
      D. L. Baty

* This paper was presented but not received for inclusion in the proceedings.
12-16 Implications of a Mixture of Aircraft With and Without Traffic Situation Displays for Air Traffic Management  
   J. Kreifeldt, L. Parkin, P. Rothschild, and T. Wempe

12-17 Investigating the Use of a Moving Map Display and a Horizontal Situation Indicator in Simulated Powered-Lift Short-Haul Operations  
   W. F. Clement

12-18 Air-to-Ground Visual Display System  
   D. L. Kugel and R. V. Gressang

12-19 In-Flight Simulation Study of Decoupled Longitudinal Controls for the Approach and Landing of a STOL Airplane  
   S. Seckel and B. Feinreich

12-20 High Acceleration Cockpit Displays and Controls  
   J. A. Townsend and H. J. Kropewnicki

NONVISUAL DISPLAYS

12-21 Design of an English Language Data Base Question-Answering System  
   D. L. Waltz

12-22 Effects of Linguistic Redundancy on Pilot's Comprehension of Synthesized Speech  
   C. A. Simpson

12-23 Effects of Linguistic Redundancy on Synthesized Cockpit Warning Message Comprehension and Concurrent Time Estimation  
   S. G. Hart and C. A. Simpson

12-24 Tactual Commands for Pilot Flare Training  
   R. D. Gilson, and R. W. Ventola

12-25 Two-Dimensional Compensatory Tracking With Tactile Displays  
   H. P. Schmid, G. A. Bekey, and J. B. Reswick

12-26 A Simulator Study of Helicopter Pilot Workload Reduction Using a Tactile Display  
   R. S. Dunn, R. D. Gilson, and P. Sun

12-27 Control Augmentation and Workload Reduction by Kinesthetic Information From the Manipulator  
   S. J. Merhav and O. Ben Ya'acov

TRACKING AND OTHER PSYCHOMOTOR TASKS

12-28 Time Optimal Control of an Undamped Harmonic Oscillator: Evidence for Biases and Schemata  
   R. J. Jagacinski, M. W. Burke, and D. P. Miller

12-29 Continuous Compensatory Audio Manual Tracking  
   R. G. Costello

12-30 Eye Tracking: Horizontal vs. Vertical  
   J. Hornseth, G. Stanley, J. Porterfield, and P. Carson

12-31 Head Tracking. A Fatigue Study  
   J. Hornseth, G. Stanley, and P. Carson

12-32 A Comparison of In-Flight and Ground-Based Pitch Attitude Tracking Experiments  
   M. F. C. van Gool and H. A. Modij

12-33 Effects of Headgear and Visual Angle on Head Rotation Spectral Characteristics  

12-34 Human Engineering Laboratory Helicopter Observer Performance Studies  
   J. A. Barnes
12-35 Interaction Between Warning Signal and Fore-Period in Simple Foot Reaction Time  
N. S. Nataraj and J. M. Howard

**AUTOMOBILE DRIVING**

12-36 A Simulator for Driving Research  
R. G. Mortimer and R. L. Adkins

12-37 Alcohol Effects on Performance of Driver Decision-Making Tasks in a Laboratory Simulation  

12-38 Expected Value Analysis of Driver Decision Making Under Alcohol  
S. H. Schwartz and R. W. Allen

12-39 Spectral Analysis of the Driver-Vehicle System in Car Following  
R. Herman, R. Rothery, and R. Rule

**HANDLING QUALITIES AND PILOT RATINGS**

12-40 A Statistical Approach to the Analysis of the Pilot Behavior on Multiloop Systems,  
N. Goto

12-41 Application of a Model-Based Flight Director Design Technique to a Helicopter Hover Task  
R. A. Hess

12-42 A Method for Generating Numerical Pilot Opinion Ratings Using the Optimal Pilot Model  
R. A. Hess

12-43 Ride Quality Sensitivity to SAS Control Law and to Handling Quality Variations  

12-44 A Unified Theory for Pilot Opinion Rating  
R. H. Smith

12-45 Longitudinal Flying Qualities in the Landing Approach  
V. W. Rickard

12-46 Worth Assessments of Approach to Landing  
R. E. Curry

**REMOTE MANIPULATION**

12-47 A Computer-Controlled Machining and Manipulating Device  
T. C. Woo and J. M. Paul

12-48 Mechanical Design and Computer Configuration in the Computer-Aided Manipulator Control Problem  
P. Coiffet, J. Vertur, and E. Dombre

12-49 A Preliminary Evaluation of Manual Control Tasks Associated With the Space Shuttle Remote Manipulator System  
L. Reid

12-50 Modeling a Manipulation Task of Variable Difficulty  
J. V. Hill and S. J. Matthews

12-51 A Comparison of Master-Slave and Rate Control in the Presence of a Transmission Time Delay  
G. P. Starr

* This paper was presented but not received for inclusion in the proceedings.
SYSTEM IDENTIFICATION

12-52 A Comparison of Techniques for Identifying Human Operator Dynamics Utilizing Time Series Analysis
X. Tanaka, N. Goto, and K. Washizu 12-673

12-53 System Identification via a Microcomputer
R. Mekel and A. Singh 12-694

12-54 PID (Proportional Integral Derivative) Modeling Techniques Applied to Studies of Motion and Peripheral Display Effects on Human Operator Performance
D. W. Repperger and A. M. Junker 12-703

12-55 Sensitivity Analysis of Motion and Peripheral Display Effects on Tracking Performance
D. W. Repperger and A. M. Junker 12-719

CONTROL MODELS

12-56 Low Visibility Landing Simulation Experiments
R. V. Gressang, J. J. Pollard, and D. L. Kugel 12-733

12-57 The Application of Pilot Modeling to the Study of Low Visibility Landing
W. W. Harrington 12-748

12-58 Stability of the Pilot-Aircraft System in Maneuvering Flight
J. R. Broussard and R. F. Stengel 12-778

12-59 Analysis of a Manned Anti-Aircraft Artillery (AAA) System Using a Proportional-Integral-Derivative (P-I-D) Structure Optimal Control Gunner Model
A. V. Phatak and K. M. Kessler 12-795

12-60 Analysis of Controls and Displays for a Terminal Controlled Vehicle
W. B. Levison and S. Baron 12-819

12-61 A Model of the EMG-Torque-Movement Relationships for Knee Extension
E. Dombre, G. A. Bekey, and J. Perry 12-820

12-62 A Model of the Reflex Arc and Analysis of the Behavior of the Peripheral Receptors During Clonus

MOTION AND VISUAL CUES

12-63 A Pilot Model with Visual and Motion Cues
L. R. Young, W. C. Hoffman, and D. L. Kugel 12-851

12-64 The Evaluation of Peripheral Display Units in a Fixed Base Simulator
L. Reid and A. J. Fraser 12-855

12-65 Roll Axis Tracking Improvement Resulting from Peripheral Vision Motion Cues
T. E. Moriarty, A. M. Junker, and D. R. Price 12-868

12-66 Comparative Effects of Motion and Peripheral Displays on Roll-Axis Tracking
A. M. Junker 12-895

12-67 Use of Motion Cues in Steady-State Tracking
W. B. Levison 12-895

12-68 The Influence of Loss of Visual Cues on Pilot Performance During the Final Approach and Landing of a Remotely Piloted Vehicle Mission
J. C. Howard 12-918

* This paper was presented but not received for inclusion in the proceedings.
12-69 Simulation of Conventional Aircraft Approach and Landing: The Effect of Withholding Motion or Instrument Cues
   R. V. Gressang

12-70 Effects of Differing Motion System Drives on Simulation of Approach and Landing
   J. J. Pollard

12-71 Thresholds of Motion and Perception Measured in a Flight Simulator
   R. J. A. W. Hosman and J. C. van der Vaart

   W. H. Levison
THIRTEENTH ANNUAL CONFERENCE ON MANUAL CONTROL (1977)

TRACKING

13-1 The Optimal Control Frequency Response Problem in Manual Control
  W. W. Harrington  13-3

13-2 The Effects of Deviate Internal Representations in the Optimal Model of the Human Operator
  S. Baron and J. E. Berliner  13-17

13-3 Theoretic Aspects of the Identification of the Parameters in the Optimal Control Model
  R. A. van Wijk and J. J. Kok  13-27

13-4 A Quasi-Linear Control Theory Analysis of Timesharing Skills
  D. Damos and C. Wickens  13-35

13-5 A Dual-Loop Model of the Human Controller
  R. A. Hess  13-44

13-6 Parameter Estimation in a Human Operator Describing Function Model for a Two-Dimensional Tracking Task
  A. van Lunteren  13-49

13-7 An Approach to the Multi-Axis Problem in Manual Control
  W. W. Harrington  13-58

13-8 Error Rate Information in Attention Allocation Pilot Models
  W. H. Faulkner and E. D. Onstott  13-72

PERFORMANCE, ATTENTION ALLOCATION AND MENTAL LOAD

13-9 The Application of Integral Performance Criteria to the Analysis of Discrete Maneuvers in a Driving Simulator
  B. S. Repa, R. S. Zucker and W. W. Wierwille  13-81

13-10 The Facilitating Effects of Uncertainty in Long-Term Manual Control
  W. L. Verplank  13-101

13-11 Performance and Workload Analysis of In-Flight Helicopter Tasks
  P. H. Wewerinke  13-106

13-12 Multi-Attribute Subjective Evaluations of Manual Tracking Tasks vs. Objective Performance of the Human Operator
  A. Siapkaras  13-118

13-13 The Effects of Participatory Mode and Task Workload on the Detection of Dynamic System Failures
  C. D. Wickens and C. Kessel  13-126

13-14 Prediction of Pilot Reserve Attention Capacity During Air-to-Air Target Tracking
  E. D. Onstott and W. E. Faulkner  13-136

13-15 Reduced Mental Capacity and Behavior of a Rider of a Bicycle Simulator Under Alcohol Stress or Under Dual Task Load
  M. Soede  13-143

13-16 A Relationship Between Eye Movement Patterns and Performance in a Precognitive Tracking Task
  D. W. Repperger and E. J. Hartzell  13-152
SURFACE VEHICLE CONTROL

13-17 A Control Theoretic Model of Driver Steering Behavior, *E. Dongee* 13-165


MONITORING BEHAVIOR AND SUPERVISORY CONTROL

13-21 Supervisory Dynamic Decision-Making in Multi-Task Monitoring and Control *M. K. Tulga and T. B. Sheridan* 13-199

13-22 A Model of the Human Supervisor *J. J. Kok and R. A. Wijk* 13-210

13-23 The Human as a Detector of Changes in Variance and Bandwidth *R. E. Curry and T. Govindaraj* 13-217


13-25 Interrupted Monitoring of a Stochastic Process *E. Palmer* 13-237


13-27 Air Traffic Control by Distributed Management in a MLS Environment *J. G. Kreifeldt, L. Parkin, and S. Hart* 13-246


13-29 Design Outline for a New Multiman ATC Simulation Facility at NASA-Ames Research Center *J. G. Kreifeldt and O. Gallagher* 13-266

MANIPULATORS AND PROSTHETICS

13-30 Displays for Supervisory Control of Manipulators *A. K. Bejczy and G. Paine* 13-275


13-32 The Development of a Six Degree-of-Constraint Robot Performance Evaluation Test *D. A. Thompson* 13-289

13-33 Prosthetic EMG Control Enhancement Through the Application of Man-Machine Principles *W. A. Simcox and J. G. Kreifeldt* 13-293

13-34 Two Measures of Performance in a Peg-in-Hole Manipulation Task with Force Feedback *J. W. Hill* 13-301
AEROSPACE VEHICLE CONTROL

13-35 Prediction of Pilot-Aircraft Stability Boundaries and Performance Contours  
R. F. Stengel and J. R. Broussard

13-36 Discrete Time Modeling of Heavy Transport Plane Pilot Behavior  
D. Cavalli

13-37 Multiple Curved Descending Approaches and the ATC Problem  
S. G. Hart, D. McPherson, and J. Kreifeldt

13-38 Modeling AAA Tracking Data Using the Optimal Control Model  
D. L. Kleinman and B. Glass

13-39 Pilot/Vehicle Modeling for Determining Aircraft Simulation Requirements  
S. Baron and R. Muralidharan

13-40 Monte-Carlo Simulation of Human Operator Response  
D. L. Kleinman, J. Berliner, and W. Summers

MOTION AND VISUAL CUES

13-41 Using Model Order Tests to Determine Sensory Inputs in a Motion Study  
D. W. Repperger and A. M. Junker

13-42 Use of the Optimal Control Model in the Design of Motion Cue Experiments  
A. M. Junker and W. H. Levison

13-43 The Effect of a Visual/Motion Display Mismatch in a Single Axis Compensatory Tracking Task  
D. K. Shirachi and R. S. Shirley

13-44 A Model for the Pilot's Use of Motion Cues in Roll-Axis Tracking Tasks  
W. H. Levison and A. M. Junker

13-45 Manual Control of Yaw Motion with Combined Visual and Vestibular Cues  
G. L. Zacharias and L. R. Young

13-46 Motion Cue Effects on Human Pilot Dynamics in Manual Control  
K. Washizu, K. Tanaka, S. Endo, and T. Itoko

DISPLAYS AND CONTROLS

13-47 Study of the Use of a Nonlinear, Rate Limited, Filter on Pilot Control Signals  
J. J. Adams

13-48 Evaluation of Kinesthetic-Tactual Displays Using a Critical Tracking Task  
R. J. Jagacinski, D. Miller, R. D. Gilson, and R. T. Ault

13-49 Influences of Joystick Spring Resistance on the Execution of Simple and Complex Positioning Movements  
G. Rothbauer

13-50 An Iterative Technique for Flight Director Design  
D. L. Kleinman

13-51 Acquisition of Control Information in a Wind Shear  
J. M. Naish

13-52 Euler Angle Control and Display for CCVs  
R. P. Bateman

13-53 Speech as a Pilot Input Medium  
R. P. Plumner and C. R. Coler
13-54  Measurement of Human Ankle Joint Compliance Using Random Torque Inputs
   G. C. Agarwal and G. L. Gottlieb
FOURTEENTH ANNUAL CONFERENCE ON MANUAL CONTROL
(1978)

Manual Tracking Experiments

14-1 Directional Errors of Movements and Their Correction in a Discrete Tracking Task
R. J. Jaeger, G. C. Agarwal, and G. L. Gottlieb

14-2 Study of the Effect of Forcing Function Characteristics on Human Operator Dynamics in Manual Control
K. Washizu, K. Tanaka, and T. Osawa

14-3 An Extension of the Quickened Display for Manual Control
M. Tomizuka and W. M. Tam

14-4 Effect of Uncertainty on Manual Tracking Performance
A. R. Ephrath and B. S. Chernoff

Human Operator Models: Identification and Conjecture

14-5 Modeling the Effects of High-G Stress on Pilots in a Tracking Task
J. Korn and D. L. Kleinman

14-6 AAA Gunner Model Based on Observer Theory
R. S. Kou, B. C. Glass, C. M. Day, and M. M. Vikmanis

14-7 Modeling the Human as a Controller in a Multitask Environment
T. Govindaraj and W. B. Rouse

14-8 The Internal Model: A Study of the Relative Contribution of Proprioception and Visual Information to Failure Detection in a Dynamic System
C. Kessel and C. D. Wickens

Novel Modeling Concepts

14-9 A Comparison of Motor Submodels in the Optimal Control Model
R. Lancraft and D. L. Kleinman

14-10 Closed Loop Models for Analysing the Effects of Simulator Characteristics
S. Baron, R. Muralidharan, and D. Kleinman

14-11 Prospects of a Mathematical Theory of Human Behavior in Complex Man-Machine Systems Tasks
G. Johannsen and W. B. Rouse

14-12 Petri Nets as a Modeling Tool for Discrete Concurrent Tasks of the Human Operator
W. Schumacher and G. Geiser

14-13 Discrete Time Pilot Model
D. Cavalli

Flight Control and Pilot Dynamics

14-14 Flight Experience with Manually Controlled Unconventional Aircraft Motions
A. F. Barfield

14-15 Pilot Optimal Augmentation Synthesis
D. K. Schmidt
14-16 Prediction, Evaluation, and Specification of Flying Qualities by Means of Step Target Tracking  
E. D. Onstott and W. H. Faulkner  

14-17 Analysis of a VTOL Hover Task with Predictor Displays Using the 
Optimal Control Model of the Human Operator  
G. Johannsen and T. Govindaraj  

**Ground Vehicle Control and Driver Behavior**  

14-18 Vehicle Steering Control: A Model of Learning  
A. Smiley, L. Reid, and M. Fraser  

14-19 Use of Reward/Penalty Structures in Car-Diving Research  

14-20 The Influence of Vehicle Aerodynamic and Control Response Characteristics on Driver-Vehicle 
Performance  
A. A. Alexandridis, B. S. Repa, and W. W. Wierwille  

Manipulators and Remote Manipulation  

14-21 The Determination of the Operating Range of a Twin-Grip Control Yoke Through Biomechanical 
Means  
K. P. Gartner  

14-22 Event-Driven Displays for Manipulator Control  
A. K. Bejczy and C. Paine  

14-23 Manned Simulations of the SRMS in SIMFAC  
A. Lippay, G. Whitehead, and C. G. Wagner-Bartak  

14-24 Human/Computer Control of Undersea Teleoperators  
T. B. Sheridan, W. L. Verplank, and T. L. Brooks  

**Displays**  

14-25 Display Aids for Remote Control of Untethered Undersea Vehicles  
W. L. Verplank  

14-26 Safety Margin and Flight Reference System and Display for Powered Lift Aircraft  
R. K. Heffley and G. Hardy  

14-27 A Head-Up Display for Mid-Air Drone Recovery  
W. L. Augustine, E. L. Heft, T. G. Bowen, and R. L. Newman  

14-28 Evaluation of Display and Control Concepts for a Terminal Configured Vehicle in Final Approach 
in a Windshear Environment  
W. H. Levison  

**Eye/Head Tracking and Scanning**  

14-29 Two-Dimensional Eye Tracking: Sampling Rate of Forcing Function  
J. P. Hornseth, D. L. Monk, J. L. Porterfield, and R. L. McMurry  

14-30 Head Tracking at Large Angles from the Straight Ahead Position  
D. L. Monk, J. L. Porterfield, J. P. Hornseth, and R. L. McMurry  

14-31 Light Weight Helmet-Mounted Eye Movement Measurement System  
J. A. Barnes  

Motion Simulation and Effects
14-32 The Effects of Closed Loop Tracking on a Subjective Tilt Threshold in the Roll Axis
   M. Roark and A. Junker
14-33 Use of a Tilt Cue in a Simulated Heading Tracking Task
   W. H. Levison and A. M. Junker
14-34 Roll Tracking Effects of G-Vector Tilt and Various Types of Motion Washout
   H. R. Jex, R. E. Magdaleno, and A. M. Junker
14-35 A Method of Motion Simulator Design Based on Modeling Characteristics of the Human Operator
   D. W. Repperger and A. M. Junker
14-36 Investigation of Nonlinear Motion Simulator Washout Schemes
   S. A. Riedel and L. G. Hoffmann

Perception and Attention Allocation
14-37 A Theoretical and Experimental Analyses of the Outside World Perception Process
   P. H. Wewerinke
14-38 Linear Modeling of Attentional Resource Allocation
   B. J. Pierce and C. D. Wickens
14-39 A Model for Dynamic Allocation of Human Attention Among Multiple Tasks
   T. B. Sheridan and M. K. Tulga
14-40 Perceptual Factors and Performance of Air Traffic Controllers Using a Microwave Landing System
   G. Gershzohn

Decision-Making Behavior and Modeling
14-41 The Effects of Alcohol on Driver Performance in a Decision Making Situation
   R. W. Allen, S. H. Schwartz, A. C. Stein, and J. R. Hogge
14-42 A Decision Model Applied to Alcohol Effects on Driver Signal Light Behavior
   S. H. Schwartz and R. W. Allen
14-43 Combined Monitoring, Decision and Control Model for the Human Operator in a Command
   and Control Task
   R. Muralidharan and S. Baron
14-44 A Model of Event Detection in Multiple Process Monitoring Situations
   J. S. Greenstein and W. B. Rouse
14-45 Pilot Decision Making in a Computer-Aided Flight Management Situation
   Y. Chu and W. B. Rouse

Workload
14-45 Time Estimation as a Secondary Task to Measure Workload: Summary of Research
   S. G. Hart, D. McPherson, and L. L. Loomis
### Modeling For Higher Order Tasks

<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Authors/Editors</th>
</tr>
</thead>
<tbody>
<tr>
<td>15-1</td>
<td>DEMON: A Human Operator Model for Decision Making, Monitoring and Control</td>
<td>Ramal Muralidharan and Sheldon Baron</td>
</tr>
<tr>
<td>15-2</td>
<td>Modeling Human Decision Making in Multitask Situations Involving Both Control and Discrete Tasks</td>
<td>T. Govindaraj and William B. Rouse</td>
</tr>
<tr>
<td>15-3</td>
<td>A Study of Human Attention Allocation in Multiple Process Monitoring Situations</td>
<td>Joel S. Greenstein and William B. Rouse</td>
</tr>
<tr>
<td>15-4</td>
<td>Models for Human Operators Based on Nonuniformly Sampled Systems</td>
<td>G. D. Kontopidis, F. H. Glanz, and D. E. Limbert</td>
</tr>
<tr>
<td>15-5</td>
<td>Division of Attention as a Function of the Number of Steps, Visual Shifts, and Memory Load</td>
<td>Richard A. Chechile, Keith Butler, William Gutowski, and Everett A. Palmer</td>
</tr>
<tr>
<td>15-6</td>
<td>Attention Allocation in Dynamic Environments</td>
<td>Christopher D. Wickens and Pamela Tsang</td>
</tr>
<tr>
<td>15-7</td>
<td>Can You Control Your Control: On the Efficiency of Attention Allocation Between Tracking Dimensions</td>
<td>Daniel Gopher and David Navon</td>
</tr>
<tr>
<td>15-8</td>
<td>A Discrete Control Analysis of Coordination Activities in a Simulated AAA System</td>
<td>R. A. Miller</td>
</tr>
<tr>
<td>15-9</td>
<td>Progress Report on the Teleconference Cum Electronic Journal on Mental Workload</td>
<td>Thomas B. Sheridan</td>
</tr>
</tbody>
</table>

### Considerations For Man-In-The-Loop Simulations

<table>
<thead>
<tr>
<th>Session</th>
<th>Title</th>
<th>Authors/Editors</th>
</tr>
</thead>
<tbody>
<tr>
<td>15-10</td>
<td>The Effects of Simulation Fidelity on Air-to-Air Tracking</td>
<td>B. R. Ashworth, B. T. McKissick, and R. V. Parrish</td>
</tr>
<tr>
<td>15-11</td>
<td>Effects of Simulator Delays on Performance and Learning in a Roll-Axis Tracking Task</td>
<td>William H. Levison, Roy E. Lancraft, and Andrew M. Junker</td>
</tr>
<tr>
<td>15-13</td>
<td>Optimization and Evaluation of Linear Motion Filters</td>
<td>R. J. A. W. Hosman, G. A. J. van de Moesdijk, and H. C. van der Vaart</td>
</tr>
<tr>
<td>15-14</td>
<td>Human Pilot Perception Experiments</td>
<td>Dr. David L. Quam</td>
</tr>
<tr>
<td>15-16</td>
<td>Control Loading Methodology Using a Microcomputer</td>
<td>Dr. Gerry Albers</td>
</tr>
<tr>
<td>15-17</td>
<td>An Approach to Design of Simulation Systems Selection of Pilots in an Environment of Competition</td>
<td>Dr. Leonid Lipchin</td>
</tr>
</tbody>
</table>
Human Dynamics Modeling

15-18 Effects of Muscle Vibration and Joint Oscillation on Human Motor Mechanisms
   Gyan C. Agarwal and Gerald L. Gottlieb
   15-277

15-19 Input Adaptive Behavior of the Human Eye Tracking System
   Loek Kretzschmar
   15-300

15-20 Electrodermal Lability and Capacity for Dual-Task Performance
   Russell A. Benel, Michael G. H. Coles, and Denise C. R. Benel
   15-301

15-21 Predictor Operator in Pursuit and Compensatory Tracking
   Robert J. Jaeger, Gyan C. Agarwal, and Gerald L. Gottlieb
   15-311

15-22 Advances in Modeling' Pilot Tracking Performance in the Presence of Sustained Linear Accelerations
   Jonathan Korn and David L. Kleinman
   15-331

15-23 Investigation of Alternate Human Operator Optimal Control Model Structures
   Anil V. Phatak
   15-341

15-24 A Structural Model of the Adaptive Human Pilot
   Ronald A. Hess
   15-369

15-25 Fitts' Law and Target Acquisition
   Richard J. Jagacinski, Daniel W. Repperger, Sharon L. Ward, Betty Glass, and Martin S. Moran
   15-380

15-26 Multi-Level and Multi-Task Supervisory Control
   Dana R. Yoerger, Bahman Daryarian, and Thomas B. Sheridan
   15-392

Control And Manipulators

15-27 How to Talk to a Robot Manipulator
   Thurston L. Brooks and Thomas B. Sheridan
   15-395

15-28 A Tactual Aid for the Visual Approach
   Sheryl L. Chappell and Richard D. Gilson
   15-396

15-29 Evaluation of Proximity Sensor Aided Grasp Control for Shuttle RMS
   A. K. Bejczy, J. W. Brown, and J. L. Lewis
   15-404

15-30 The Transfer of Control and Guidance Information to the Pilot Through the Manipulator Forces
   K. H. Doetsch and W. Roger
   15-430

   John E. Hart
   15-445

15-32 Investigation of a Control Device with Force Input and Displacement Feedback in Steering
   a Low-Frequency System
   Hans E. Boiler and Walther Kruger
   15-457

15-33 Optimizing Spring Force, Viscous Damping, and Inertia of a Joystick
   Walther Kruger
   15-471

15-34 Development Testing of a Moveable Sidestick Controller for the Production F-16
   Capt Terry L. Lutz
   15-483

Pilot Model Identification

15-35 On the Identification of Parameters in the Optimal Control Model
   Roy E. Lancraft and David L. Kleinman
   15-487

15-36 Identification of Multivariable Dynamic Behavior of Man by a Correlation Technique
   B. Tilemann
   15-502
15-37 Transfer Function Properties of the Optimal Control Model in Target Tracking Tasks
   A. V. Phatak and K. M. Kessler

15-38 Estimation of Parameters Characterizing Human Autonomies Responses to Stress
   Paul Milgram and John Senders

15-39 A Model for Manual Decelerating Approaches to Hover
   Robert K. Heffley

15-40 Predicting Field of View Requirements for VSTOL Aircraft Approach
   Warren F. Clement (delivered by R. K. Heffley)

**Display Considerations**

15-41 Extended Event-Driven Displays for Manipulator Control
   A. K. Bejczy and G. Paine

15-42 Further Consideration on Extended Signal Quickening for Manual Control
   Shigeru Kurosu and Masayoshi Tomizuka

15-43 Visual Scene Perception - Frequency Domain Data and Model Parameter Estimation Procedure
   P. H. Wewerinke

15-44 A Study of the Use of Color Graphics for Representing Schematic Information
   Heidi L. Neubauer and William B. Rouse

15-45 Content, Symbology, and Format of Cockpit Display of Traffic Information: General Aviation Pilot Opinion
   Sandra G. Hart

15-46 Perception of Aircraft Separation with Various Symbols on a Cockpit Display of Traffic Information
   Everett Palmer, Daniel Baty, and Sharon O' Connor

**Design Methodology And Applications**

15-47 An Industrial Utilities Model for Research in Man-Process Control
   B. Dell Campbell and Richard S. Shirley

15-48 The Design and Evaluation of Complex Systems
   Dennis B. Beringer

15-49 Approaches for Supervisory Management of Information in Automated Airborne Systems
   R. Steeb and Y. Y. Chu

15-50 Experiments on Interrupted Monitoring of a Second Order Process
   Everett Palmer

15-51 Using Modeling to Determine Measures of Non-Productive Control Activity
   D. W. Repperger and A. M. Junker

15-52 Optimal System Augmentation for a Tracking Task with. High-Order Dynamics
   David K. Schmidt

15-53 An Eclectic Reformulation of Flying Qualities
   E. D. Onstott and W. H. Faulkner

15-54 AAA Tracking with Delayed, Discrete-Time Feedback
   Arye R. Ephrath

15-55 Analysis of a Tracer Fire System as a Man-Machine Problem
   D. W. Repperger and M. M. Vikmanis

15-56 Manual Control Aspects of Tactical Antiaircraft Artillery and Surface to Air Missile Engagements
   Capt George J. Valentine
SIXTEENTH ANNUAL CONFERENCE ON MANUAL CONTROL (1980)

Operator Modeling

16-1  MODELING OF HUMAN OPERATOR DYNAMICS IN SIMPLE MANUAL CONTROL UTILIZING TIME SERIES ANALYSIS 16-1
   Gyan C. Agarwal, Frank Osafo-Charles, William D. O'Neill, and Gerald L. Gottlieb

16-2  A GUNNER MODEL FOR AN AAA TRACKING TASK WITH INTERRUPTED OBSERVATIONS 16-29
   C. F. Yu, K. C. Wei, and M. M. Vikmanis

16-3  MODELING HUMAN TARGET ACQUISITION IN GROUND-TO-AIR WEAPON SYSTEMS 16-40
   A. V. Phatak, R. L. Mohr, M. Vikmanis, and K. C. Wei

16-4  THE EFFECT OF VISUAL INFORMATION ON THE MANUAL APPROACH AND LANDING 16-49
   P. R. Wewerinke

16-5  PILOT/VEHICLE MODEL ANALYSIS OF VISUAL AND MOTION CUE REQUIREMENTS IN FLIGHT SIMULATION 16-66
   R. Lancraft, G. Zacharias, and S. Baron

16-6  PURSUIT TRACKING AND HIGHER LEVELS OF SKILL DEVELOPMENT IN THE HUMAN PILOT 16-92
   Ronald A. Hess

16-7  MULTI-AXIS TRACKING VIA AN OPTIMAL-CONTROL PILOT MODEL 16-106
   S. N. Prasad and David K. Schmidt

16-8  THE EFFECTS OF MULTIPLICATIVE MOTOR NOISE ON THE OPTIMAL HUMAN OPERATOR MODEL
   Alper K. Caglayan and William H. Levison 16-107

16-9  MODELLING OF AIRCRAFT IN-TRAIL FOLLOWING 16-118
   Ahmet Buhareli

16-10 TRAINING AIRCRAFT DESIGN CONSIDERATIONS BASED ON THE SUCCESSIVE ORGANIZATION OF PERCEPTION IN MANUAL CONTROL 16-119
   Robert K. Heffley, Warren F. Clement, and Samuel J. Craig

Measurement of Human Response

16-11 AN EXPERIMENTAL STUDY OF HUMAN PILOT'S SCANNING BEHAVIOR 16-128
   Kyuichro Washizu, Keiji Tanaka, and Tatsuo Osawa

16-12 INVESTIGATION OF A SUM OF SINUSOIDS REPRESENTATION OF GAUSS-MARKOV RANDOM PROCESSES - IMPLICATIONS FOR MANUAL CONTROL RESEARCH 16-135
   R. L. Mohr, A. V. Phatak, and R. A. Hess

16-13 PARAMETRIC IDENTIFICATION OF HUMAN OPERATOR MODELS 16-137
   Norbert R. Ninz

16-14 A COMPUTER SIMULATION APPROACH TO MEASUREMENT OF HUMAN CONTROL STRATEGY 16-146
   Joanna Green, Esther Lee Davenport, Harold P. Engler, and William E. Sears

16-15 PILOT MODEL HYPOTHESIS TESTING 16-152
   John R. Broussard and Paul W. Berry
## Mental Workload

16-16 SUBJECTIVE SCALING OF MENTAL WORKLOAD IN A MULTI-TASK ENVIRONMENT  
_Bahaman Daryanian_  
16-17 EFFECT OF COUNTING AND TRACKING ON VERBAL AND PRODUCTION METHODS OF TIME ESTIMATION  
_Kathleen L. Bird and Sandra Hart_  
16-18 EFFECT OF ESTIMATION TECHNIQUE AND TASK CONDITION ON TIME ESTIMATION METHODS  
_Kathleen L. Bird and Sandra G. Hart_  
16-19 PILOT WORKLOAD IN THE AIR TRANSPORT ENVIRONMENT: THEORY, MEASUREMENT, AND THE INFLUENCE OF AIR TRAFFIC CONTROL  
_Jeff Katz and Robert Simpson_  
16-20 WORKLOAD AND PILOT EYE SCANNING BEHAVIOR  
16-21 THE LOCUS OF PROCESSING DEMANDS OF HIGHER-ORDER, CONTROL: AN ELECTRO-PHYSIOLOGICAL APPROACH  
_Christopher Wickens and Richard Gill_  

## Pilot/Operator Opinion

16-22 A MODEL-BASED TECHNIQUE FOR PREDICTING PILOT OPINION RATINGS FOR LARGE COMMERCIAL TRANSPORTS  
_William H. Levison_  
16-23 AN ANALYTICAL PREDICTION OF PILOT RATINGS UTILIZING HUMAN PILOT MODEL  
_Keiji Tanaka and Kyuichiro Washizu_  
16-24 EFFECTS OF HIGHER ORDER CONTROL SYSTEMS ON AIRCRAFT APPROACH AND LANDING LONGITUDINAL HANDLING QUALITIES  
_Muhammad A. Pasha, John J. D’Azzo, and James T. Silverthorn_  
16-25 PILOT OPINIONS OF SAMPLING EFFECTS IN LATERAL-DIRECTIONAL CONTROL  
_Robert F. Stengel and George E. Miller_  
16-26 A MODEL OF SUBJECTIVE PROBABILITIES FROM SMALL GROUPS  
_William R. Ferrell and Kelly Rehm_  

## Effects of Motion

16-27 VISUAL/MOTION CUE MISMATCH DURING A COORDINATED ROLL MANEUVER  
_D. K. Shirachi_  
16-28 COMBINED EFFECT OF THE OCULOGYRAL ILLUSION AND OF A FIXED PERIPHERAL FIELD ON SENSATIONS OF YAW MOTION  
_J. K. Huang and L. R. Young_  
16-29 A PERFORMANCE ANALYSIS STUDY OF A COMPLEX G FIELD EXPERIMENT  
_Daniel W. Repperger_  
16-30 A LINEARIZED MODEL FOR VIBRATION EFFECTS ON THE EYE CONTROL SYSTEM  
_Raymond E. Magdaleno and Henry R. Jex_  
16-31 DESCRIPTION/DEMONSTRATION OF “BIODYN-80”: A SOFTWARE PACKAGE FOR EVALUATING THE TRANSMISSIBILITY BETWEEN VEHICLE VIBRATION
AND MOTIONS OF HANDS (IN CONTROLS), LIMBS, HEAD AND EYES
System Technology, Inc.

16-32 MODELING LATERAL ACCELERATION EFFECTS ON PILOT PERFORMANCE
Jonathan Korn and David L. Kleinman

16-33 A COMPREHENSIVE SYSTEM MODEL FOR MOTION/SPACE SICKNESS - PRELIMINARY RESULTS
Susan A. Riedel

**Aircraft Displays**

16-34 EVALUATION OF A TRAJECTORY COMMAND CONCEPT FOR MANUAL CONTROL OF CARRIER APPROACHES AND LANDINGS
Walter E. McNeill, G. Allen Smith, Jr., and Ronald M. Gerdes

16-35 WIND SHEAR SIMULATION EXPERIMENTS: COMBINED USE OF AIRBORNE TRAFFIC SITUATION DISPLAYS
Mark Connelly

16-36 APPLICATION OF A PILOT CONTROL STRATEGY IDENTIFICATION TECHNIQUE TO A JOINT FAA/NASA GROUND-BASED SIMULATION OF HEAD-UP DISPLAYS FOR CTOL AIRCRAFT
Wayne F. Jewell

16-37 PILOT REACTION TO ATTITUDE GYRO FAILURE
Richard L. Newman and David L. Quam

16-38 PILOT INDUCED LONG PERIOD OSCILLATIONS CREATED BY CERTAIN DISPLAYS CONFIGURATIONS
James J. Adams

16-39 DESIGN, SIMULATION AND EVALUATION OF ADVANCED DISPLAY CONCEPTS FOR THE F-16 CONTROL CONFIGURED VEHICLE
Robert W. Klein and Walter M. Hollister

16-40 SEPARATION MONITORING WITH FOUR TYPES OF PREDICTORS ON A COCKPIT DISPLAY OF TRAFFIC INFORMATION
Sharon Jago and Everett Palmer

**Supervisory Control**

16-41 COMBINED DISCRETE NETWORK - CONTINUOUS CONTROL MODELING OF OPERATOR BEHAVIOR
R. A. Miller and Deborah J. Seifert

16-42 A MODEL OF HUMAN DECISION MAKING IN MULTIPLE PROCESS MONITORING SITUATIONS
Joel S. Greenstein and William B. Rouse

16-43 PROCRU: A MODEL FOR ANALYZING FLIGHT CREW PROCEDURES IN APPROACH TO LANDING
S. Baron, G. Zacharias, R. Muraldiharan, and R. Lancraft

16-44 MODEL FOR REAL-TIME HUMAN DECISION-MAKING IN A MULTI-TASK ENVIRONMENT
P. Krishna-Rao, Arye R. Ephrath, and David L. Kleinman

16-45 APPLICATION OF OPTIMAL CONTROL PRINCIPLES TO DESCRIBE THE SUPERVISORY CONTROL BEHAVIOUR OF AAA CREW MEMBERS
Chris Kale and George J. Valentino
<table>
<thead>
<tr>
<th>16-46</th>
<th>DOES MAN ALWAYS CLOSE THE LOOP IN TRYING TO PILOT A LARGE SHIP</th>
<th>16-533</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Douglas R. Arnett and T. Govindaraj</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-47</th>
<th>SUPERVISION OF DYNAMIC SYSTEMS: MONITORING, DECISION-MAKING AND CONTROL</th>
<th>16-540</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Ted N. White</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-48</th>
<th>EFFECT OF INFERENTIAL MONITORING AND VIGILANCE</th>
<th>16-548</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Janice J. Wrye and Renwick E. Curry</td>
<td></td>
</tr>
</tbody>
</table>

### Automobile Driving

<table>
<thead>
<tr>
<th>16-49</th>
<th>EFFECTS OF MOTIVATION ON CAR-FOLLOWING</th>
<th>16-549</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Tom Bösser</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-50</th>
<th>LEVELS OF STEERING CONTROL: REPRODUCTION OF STEERING-WHEEL MOVEMENTS</th>
<th>16-557</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Hans Godthelp</td>
<td></td>
</tr>
</tbody>
</table>

### Remote Manipulation

<table>
<thead>
<tr>
<th>16-51</th>
<th>THE ROLE OF ANTAGONIST COACTIVATION IN THE CONTROL OF NATURAL MOVEMENT</th>
<th>16-571</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Neville Hogan</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-52</th>
<th>A COMPARISON OF CONTROL MODES FOR TIME-DELAYED REMOTE MANIPULATION</th>
<th>16-584</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Gregory P. Starr</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-53</th>
<th>EXPERIMENTAL EVALUATION OF THE CONCEPT OF SUPERVISORY MANIPULATION</th>
<th>16-593</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Thurston L. Brooks and Thomas B. Sheridan</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-54</th>
<th>EVALUATION OF “SMART” SENSOR DISPLAYS OR MULTI-DIMENSIONAL PRECISION CONTROL OF SPACE SHUTTLE REMOTE MANIPULATOR</th>
<th>16-607</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>A. K. Bejczy, R. W. Brown, and J. L. Lewis</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-55</th>
<th>A NEW FEEDBACK INSTRUMENT FOR ROBOTS AND MANIPULATORS, AND ITS USE IN ROBOT TEACHING, SELF CORRECTION AND LEARNING</th>
<th>16-628</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>D. S. Seltzer and D. E. Whitney</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-56</th>
<th>THE NOCS/MIT SUBMERSIBLE-MANIPULATOR: AN EXPERIMENT IN REMOTE SUPERVISORY CONTROL OF A MICROPROCESSOR BASED ROBOT</th>
<th>16-629</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dana Yoerger and Thomas B. Sheridan</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>16-57</th>
<th>ANALYSIS OF DRIVER PERFORMANCE UNDER REDUCED VISIBILITY</th>
<th>16-630</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Wolf-Dieter Kaeppler</td>
<td></td>
</tr>
</tbody>
</table>
SEVENTEENTH ANNUAL CONFERENCE ON MANUAL CONTROL
(1981)

Workload
17-1 Pupillometric Measurement of Operator Workload 17-1
J. Beatty
C. D. Wickens, R. Gill, A. Kramer, W. Ross and E. Donchin,
17-3 A Study on Task Difficulty and Acceleration Stress 17-17
D. W. Repperger and D. B. Rogers
17-4 Subjective Rating Scales as a Workload Assessment Technique 17-33
K. L. Bird
17-5 Physiological Assessment of Operator Workload During Manual Tracking: Pupillary Responses 17-41
Q. Jiang, R. Parasuraman and J. Beatty
17-6 Regression Models of Mental Arithmetic 17-47
R. E. Curry

Displays
17-7 Evaluation of Separation of Parameters in Displays in Approach to Landing 17-49
G. R. Sarma and J. J. Adams
17-8 Horizontal Conflict Resolution Maneuvers with a Cockpit Display of Traffic Information 17-51
E. Palmer, S. Jago, M. DuBord
17-9 Some Effects of Field of View and Target Size on Lateral Tracking at Hover 17-63
H. T. Breul
17-10 Video Framerate, Resolution and Grayscale Tradeoffs for Undersea Telemanipulator Control 17-77
V. Ranadive and T. B. Sheridan
17-11 Predictor Symbology in Computer-Generated Perspective Displays 17-89
A. J. Grunwald

Teleoperation
17-12 Supervisory Control of Remote Manipulation: A Preliminary Evaluation 17-95
G. P. Starr
17-13 Research Issues to Implementing Remote Presence to Teleoperator Control 17-109
K. Corker, A. H. Mishkin and J. Lyman, UCLA
17-14 The Persistence of a Visual Dominance Effect to a Telemanipulation Task: A Comparison Between Visual and Electrotactile Feedback 17-127
J. P. Gaillard
17-15 Man-Machine Interface Development for the REMOTEX Concept 17-139
J. Garin and M. M. Clarke
M. M. Clarke and J. Garin

51
17-17 Simple Geometric Algorithms to Aid in Clearance Management for Robotic Mechanisms
E. L. Copeland, L. D. Ray and J. D. Peticolas

**Simulation, Training**

17-18 The Influence of Motion Cues on Driver-Vehicle Performance to a Simulator
B. S. Repa, P. M. Leucht, and W. W. Wierwille

17-19 Multiple Man-Machine Interfaces
L. Stanton and C. W. Cook

17-20 Decision Aids for Airborne Intercept Operations to Advanced Aircraft
A. Madni and A. Freedy

17-21 Using Rewards and Penalties to Obtain Desired Subject Performance
M. Cook, H. R. Jex, A. C. Stein, and R. Wade Allen

17-22 A Comparison of Landing Maneuver Piloting Technique Based on Measurements Made to an Airline Training Simulator and to Actual Flight
R. K. Heffley and T. M. Schuhlman

17-23 Model Analysis of Delay Compensation Schemes for Simulators
S. Baron

E. W. Aiken, C. L. Blanken, and J. C. Hemingway

17-25 Identification of Multiloop Pilot Describing Functions Obtained from Simulated Approaches to an Aircraft Carrier
W. F. Jewell

**Modeling 1**

17-26 Further Tests of a Model-Based Scheme for Predicting Pilot Opinion Ratings for Large Commercial Transports
W. W. Rickard and W. H. Levison

17-27 An Analytical Approach for Predicting Pilot Induced Oscillations
R. A. Hess

17-28 A Model for the Submarine Depth-Keeping Team
J. R. Ware, J. F. Best, P. J. Bozzi, and D. W. Kleinman

17-29 Modeling of the Aircraft In-Trail-Following Task During Profile Descent
T. Goka, J. A. Sorensen, and A. V. Phatak

17-30 Comparison of Closed Loop Model with Flight Test Results
F. L. George

17-31 Functional Structure and Dynamics of the Human Nervous System
J. A. Lawrence

17-32 On the Use of the OCM's Quadratic Objective Function as a Pilot Rating Metric
D. K. Schmidt

**Modeling 2**

17-33 A Quasi-Newton Procedure for Identifying Pilot-Related Parameters of the Optimal Control Model
W. H. Levison
<table>
<thead>
<tr>
<th>Paper Number</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>17-34</td>
<td>Information and Display Requirements for Aircraft Terrain Following</td>
<td>D. L. Kleinman and J. Korn</td>
</tr>
<tr>
<td>17-35</td>
<td>A Data Collection Scheme for Identification of Parameters to a Driver Model</td>
<td>B. W. Mooring, M. McDermott, and Je-Meng Su</td>
</tr>
<tr>
<td>17-36</td>
<td>2-D Results on Human Operator Perception</td>
<td>A. A. Siapkara and T. B. Sheridan</td>
</tr>
<tr>
<td>17-37</td>
<td>Computational Problems to Autoregressive Moving Average (ARMA) Models</td>
<td>G. C. Agarwal, S. Goodarzi, W. D. O'Neill and G. L. Gottlieb,</td>
</tr>
<tr>
<td>17-38</td>
<td>Modeling Human Tracking Error to Several Different Anti-Tank Systems</td>
<td>D. L. Kleinman</td>
</tr>
<tr>
<td>17-39</td>
<td>On the Internal Target Model to a Tracking Task</td>
<td>A. K. Caglayan and S. Baron</td>
</tr>
</tbody>
</table>

**Manual Control**

<table>
<thead>
<tr>
<th>Paper Number</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>17-41</td>
<td>Theoretical Linear Approach to the Combined Man-Manipulator System to Manual Control of an Aircraft</td>
<td>K. Brauser</td>
</tr>
<tr>
<td>17-42</td>
<td>The Influence of Ship Motion on Manual Control Skills</td>
<td>P. McLeod, C. Poulton, H. Du Ross, and W. Lewis</td>
</tr>
<tr>
<td>17-43</td>
<td>The Role of Manipulator Characteristics in Selecting the Ideal &quot;Effective Vehicle&quot;</td>
<td>R. A. Hess</td>
</tr>
<tr>
<td>17-45</td>
<td>Design and Development of a Six-Degree-of-Freedom Hand Controller</td>
<td>M. L. King, G. M. McKinnon, and A. Lippay</td>
</tr>
<tr>
<td>17-46</td>
<td>Experimental Results with a Six-Degree-of-Freedom Force-Reflecting Hand Controller</td>
<td>A. K. Bejczy and M. Handlykken</td>
</tr>
</tbody>
</table>

**Sensory-Neuromuscular Factors**

<table>
<thead>
<tr>
<th>Paper Number</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>17-47</td>
<td>Load Compensating Reactions to Perturbations at Wrist Joint in Normal Man</td>
<td>R. J. Jaeger, G. C. Agarwal, and G. L. Gottlieb</td>
</tr>
<tr>
<td>17-50</td>
<td>Pilot Scanning Patterns While Viewing Cockpit Displays of Traffic Information</td>
<td>S. R. Ellis and L. Stark</td>
</tr>
<tr>
<td>17-52</td>
<td>Model Simulation Studies to Clarify the Effect on Saccadic Vestibular Ocular Reflex (VOR)</td>
<td>M. H. Nam, J. Winters, and L. Stark</td>
</tr>
<tr>
<td>17-53</td>
<td>Benefits of Detailed Models of Muscle Activation and Mechanics</td>
<td>S. Lehman and L. Stark</td>
</tr>
</tbody>
</table>
Supervisor Systems

17-54 A Model of the Human Observer and Decision Maker
   P. H. Wewerinke
   17-557

17-55 Human Supervision and Microprocessor Control of an Optical Tracking System
   W. J. Bigley and J. D. Vandenberg
   17-571

17-56 A Theory of Human Error
   D. T. McRuer, W. F. Clement, and R. Wade Allen
   17-583

17-57 A Normative Simulation Model of AAA Crew/System Performance and Decision Making
   S. Baron, G. L. Zacharias, R. Muralidharan, and M. P. Kastner
   17-595

Control and Vehicle Systems

17-58 Stability Analysis of Automobile Driver Steering Control
   R. Wade Allen
   17-597

17-59 Detecting Human Operator Impairment with a Psychomotor Task
   R. Wade Allen, A. C. Stein, and H. R. Jex
   17-611

17-60 Voice Control of the Space Shuttle Video System
   A. K. Bejczy, R. S. Dotson, J. W. Brown, and J. L. Lewis
   17-627

17-61 A Comparison of Head and Manual Control for a Position Control Pursuit Tracking Task
   W. H. Levison, G. L. Zacharias, J. L. Porterfield, D. Monk, and C. Arbak
   17-641

   J. Korn
   17-653

Man-Machine Interfaces

17-63 Interruption as a Test of the User-Computer Interface
   J. Kreifeldt and M. E. McCarthy
   17-655

17-64 A Model for the Control Mode Man-Computer Interface Dialogue
   R. L. Chafin
   17-669

17-65 Structure of the Knowledge Base for an Expert Labeling System
   N. S. Rajaram
   17-683

17-66 The Utilization of Scientific Computers by the Casual Technical User
   J. W. Wissel
   17-689

17-67 How to Talk to Your Computer and Enjoy It
   T. G. McGinty and R. S. Shirley
   17-691
EIGHTEENTH ANNUAL CONFERENCE ON MANUAL CONTROL
(1982)

HUMAN OPERATOR MODELS

18-1  AN INFORMATION THEORETIC MODEL OF THE HUMAN OPERATOR 18-3
Charles P. Hatsell and Patricia R. Mineer

18-2  RISK AND DECISION PROCESSES IN MANUAL CONTROL BEHAVIOR 18-5
Tom Bösser

18-3  TIME DOMAIN IDENTIFICATION OF PILOT DYNAMICS AND CONTROL STRATEGY 18-19
David K. Schmidt

18-4  A TEST OF FITTS' LAW IN TWO DIMENSIONS WITH HAND AND HEAD MOVEMENTS 18-41
Richard J. Jagacinski and Don L. Monk

18-5  A NONLINEAR INTERNAL FEEDBACK MODEL FOR THE PUPIL CONTROL SYSTEM* 18-42
Fuchuan Sun, William C. Krenz, and Lawrence W. Stark

18-6  COMPUTATIONAL PROBLEMS IN HUMAN OPERATOR ARMA MODELS 18-58
Gyan C. Agarwal, Hitoshi Miura, and Gerald L. Gottlieb

PHYSIOLOGICAL MEASURES; WORKLOAD, AND PERFORMANCE MEASURES

18-7  CHANGES IN HUMAN JOINT COMPLIANCE DURING PERIPHERAL ISCHEMIA 18-77
Robert J. Jaeger, Gyan C. Agarwal, and Gerald L. Gottlieb

18-8  DECISION MAKING AND THE STEADY STATE VISUALLY EVOKED EEG 18-99
Andrew M. Junker and Glen F. Wilson

18-9  OPERATOR WORKLOAD AS A FUNCTION OF THE SYSTEM STATE: AN ANALYSIS BASED UPON THE EVENT-RELATED BRAIN POTENTIAL* 18-100
Richard T. Gill and Christopher Wickens

18-10  ASSESSMENT OF MANUAL PROCESS CONTROL STRATEGIES 18-108
Joseph C. DeMaio

18-11  DEVELOPMENT OF PERFORMANCE MEASURES FOR SELECTION OF CREWS FOR FLIGHT TRAINING 18-119
Edward M. Connelly

18-12  A FUZZY MODEL OF RATHER HEAVY WORKLOAD 18-120
Neville Moray and K. Waterton

18-13  RATING CONSISTENCY AND COMPONENT SALIENCE IN SUBJECTIVE WORKLOAD ESTIMATION 18-127
Jan R. Hauser, Mary E. Childress, and Sandra G. Hart

18-14  THE SENSITIVITY OF TWENTY MEASURES OF PILOT MENTAL WORKLOAD IN A SIMULATED ILS TASK* 18-150
W. W. Wierwille and Sidney A. Connor

* This paper was accepted, but not presented.
SIMULATION AND MODEL BASED ANALYSIS

18-15 DEVELOPMENT OF A G-SEAT ROLL-AXIS DRIVE ALGORITHM 18-155
Edward A. Martin and Grant R. McMillan

18-16 COMPENSATION FOR TIME DELAYS IN FLIGHT SIMULATOR VISUAL DISPLAY SYSTEMS 18-166
D. Francis Crane

18-17 AN AUTOMOBILE AND SIMULATOR COMPARISON OF DRIVER BEHAVIOR IN A COLLISION AVOIDANCE MANOEUVRE 18-168
Eric N. Solowka and Lloyd D. Reid

18-18 AN OPTIMAL CONTROL MODEL ANALYSIS OF DATA FROM A SIMULATED HOVER TASK 18-186
Sheldon Baron

18-19 ANALYSIS OF A AAA SUPERVISORY CONTROL TASK USING SAINT 18-207
Kuang C. Wei, Blaza Toman, Joseph Whitmeyer, and Sharon L. Ward

18-20 HUMAN RESPONSE MODELING AND FIELD TEST VALIDATION OF AN AIR DEFENSE GUN SYSTEM SIMULATION 18-225
Y. K. Yin, K. Sahara, V. Dea, and A. Netch

18-21 EFFECTS OF PRACTICE ON PILOT RESPONSE BEHAVIOR 18-239
William H. Levison

18-22 A MODERN APPROACH TO PILOT-VEHICLE ANALYSIS AND THE NEAL-SMITH CRITERIA 18-256
B. J. Bacon and David K. Schmidt

18-23 A STRUCTURED METHODOLOGY FOR ANALYZING HUMAN INFORMATION PROCESSING IN COMMAND SYSTEMS 18-263
Joseph G. Wohl, Krishna R. Pattipati, David L. Kleinman, Nils R. Sandell Jr., and Elliot E. Entin

MODEL BASED DESIGN AND CONTROL INTEGRATION

18-24 VISUAL CUE, REQUIREMENTS FOR FLIGHT CONTROL TASKS 18-267
Ronald A. Hess and Arthur Beckman

18-25 VALIDATION OF AN ADVANCED COCKPIT DISPLAY DESIGN METHODOLOGY VIA WORKLOAD/MONITORING TRADEOFF ANALYSIS 18-268
Johnathan Korn, Sol W. Gully, and David L. Kleinman

18-26 HUMAN-MACHINE INTERFACE ISSUES IN THE DESIGN OF INCREASINGLY AUTOMATED NASA CONTROL ROOMS 18-293
Christine M. Mitchell

18-27 KEYBOARD DESIGN VARIABLES IN DUAL-TASK MODE SELECTION* 18-320
Mark D. Hansen

18-28 AN ANALYSIS OF CONTROL RESPONSES AS A FUNCTION OF DISPLAY DYNAMICS IN PERSPECTIVE AIRCRAFT DISPLAYS WITH PREDICTION 18-327
Jeffrey L. Maresh and Richard S. Jensen

18-29 INSTRUMENT POSITION-CONTROL MANIPULATION (IPCOM II): HELICOPTER PILOT RESPONSES AS A FUNCTION OF CONTROL-DISPLAY COMPATIBILITY 18-336
Kathleen M. Craig

* This paper was accepted, but not presented.
18-30 HELICOPTER PILOT RESPONSE LATENCY AS A FUNCTION OF THE SPATIAL ARRANGEMENT OF INSTRUMENTS AND CONTROLS 18-345
E. James, Hartzell, S. Dunbar, R. Beveridge, and R. Cortilla

18-31 CONTROLS, DISPLAYS AND SITUATION AWARENESS ON THE FINAL APPROACH 18-365
Lee H. Person, Jr.

18-32 CHARACTERISTICS OF A COMPENSATORY MANUAL CONTROL SYSTEM WITH ELECTROCUITANEOUS FEEDBACK 18-366
Kazuo Tanie, Susumu Tachi, Kiyoshi Komoriya, Hideo Iguchi, Masao Takabe, Minoru Abe, and Yoshihiro Sakai

HUMAN-MACHINE SYSTEMS AND CONTROLS

18-33 A TRANSFORM APPROACH TO COLLISION FREE PROGRAMMING OF MULTIDEGREE-OF-FREEDOM STRUCTURES 18-389
John G. Kreifeldt, and Stephen H. Levine

18-34 CROSS MODALITY SCALING: MASS AND MASS MOMENT OF INERTIA 18-413
Margaret M. Clark, Stephen Handel, and John G. Kreifeldt

18-35 PROMAN: PROGRAM FOR MANAGEMENT AND ANALYSIS OF MANUAL CONTROL EXPERIMENTAL DATA 18-419
Ramal Muralidaren and William H. Levison

18-36 DEXTEROUS MANIPULATOR LABORATORY PROGRAM 18-420
Roy E. Olsen

18-37 STICK CONTROLLER DESIGN FOR LATERAL ACCELERATION ENVIRONMENTS 18-427
D. W. Repperger, W. H. Levison, V. Skowronski, B. O'Lear, J. W. Frazier, and K. E. Hudson

18-38 FORCE-TORQUE CONTROL EXPERIMENTS WITH THE SIMULATED SPACE SHUTTLE MANIPULATOR IN MANUAL CONTROL MODE 18-440
R. S. Dotson, A. K. Bejczy, J. W. Brown, and J. L. Lewis

18-39 HELICOPTER INTEGRATED CONTROLLER RESEARCH 18-466
Sherry L. Dunbar

18-40 TENTATIVE CRITERIA FOR CONTROLLERS OF UNCOUPLED AIRCRAFT MOTION 18-474
John M. Evans and Kevin Citurs

18-41 APPLICATION OF SPEECH SYNTHESIS TECHNOLOGY TO STINGER MISSILE SYSTEM 18-475
M. J. Crisp, Y. K. Yin, and L. R. Perkin

DISPLAY FACTORS

18-42 FACTORS AFFECTING IN-TRAIL FOLLOWING USING CDTI 18-485
James R. Kelly and David H. Williams

18-43 A PERSPECTIVE DIMENSIONAL DISPLAY OF AIR TRAFFIC FOR THE COCKPIT 18-514
Michael W. McGreevy

18-44 EFFECT OF VFR AIRCRAFT ON APPROACH TRAFFIC WITH AND WITHOUT COCKPIT DISPLAYS OF TRAFFIC INFORMATION 18-522
Sandra G. Hart

18-45 AIR TRAFFIC CONTROL OF SIMULATED AIRCRAFT WITH AND WITHOUT COCKPIT TRAFFIC DISPLAYS 18-545
Sheryl L. Chappell and John G. Kreifeldt
19-1 SUBJECTIVE SCALES FOR WORKLOAD EVALUATION: CRITICAL ASPECTS AND NEW DIRECTIONS FOR RESEARCH
Mary E. Childress

19-2 SUBJECTIVE WORKLOAD EXPERIENCED DURING PURSUIT TRACKING AS A FUNCTION OF AVAILABLE INFORMATION
Jan R. Hauser and Sandra G. Hart

19-3 INFLUENCE OF PILOT WORKLOAD AND TRAFFIC INFORMATION ON PILOT'S SITUATION AWARENESS
Sandra G. Hart and Sheryl L. Chappell

19-4 INVESTIGATION OF THE STEADY STATE VISUALLY EVOKED BRAIN RESPONSE
Andrew M. Junker and Karen J. Peio

19-5 A DIGITALLY MECHANIZED CROSS-COUPLED INSTABILITY TASK FOR CONTROL WORKLOAD RESEARCH
Henry R. Jex and Richard A. Peters

19-6 MENTAL WORKLOAD IN SUPERVISORY CONTROL OF AUTOMATED AIRCRAFT
Keiji Tanaka, Ahmet Buharali, and Thomas B. Sheridan

19-7 WORKLOAD ASSESSMENT IN HUMAN DECISION MAKING
Eric P. Soulsby and David L. Kleinman

19-8 A WORKLOAD-ORIENTED MATH MODEL OF THE NAVY CARRIER LANDING
Robert K. Heffley

19-9 HELICOPTER INTEGRATED CONTROLLER RESEARCH
Sherry Dunbar, E. James Hartzell, P. Madison, and R. Remple

19-10 HELICOPTER PILOT RESPONSE AS A FUNCTION OF COMPATIBILITY OF THE CONTROL-DISPLAY CONFIGURATION
Kathleen M. Craig, E. James Hartzell, and Sherry L. Dunbar

19-11 USE OF THE AFTI/F-16 TWIST THROTTLE AS A DECOUPLED CONTROLLER
Kenneth E. Sanders and Mike E. Cope

19-12 ASSESSMENT OF A TRAJECTORY GUIDANCE DISPLAY
Barbara Bernabe

19-13 REACTION TIME STUDIES OF SEPARATION VIOLATION DETECTION WITH COCKPIT TRAFFIC DISPLAYS
Patrick T. Lester and Everett A. Palmer

19-14 MODELING THE EFFECT OF LOUD BLASTS AND DISTURBANCES ON HUMAN'S TRACKING ABILITY
Susan M. Krolewski and Jonathan Korn

19-15 ADAPTATION OF TRACKING BEHAVIOUR TO DISTURBANCES WITH TIME-VARYING CHARACTERISTICS
Tom Bösser

19-16 PREVIEW-FOLLOWER METHOD FOR MODELING CLOSED-LOOP VEHICLE DIRECTIONAL CONTROL
Konghui Guo and Paul S. Fancher
19-17 ON HUMAN DECISION MAKING AND INFORMATION PROCESSING LIMITATIONS IN DYNAMIC ENVIRONMENTS
Daniel Serfaty, Eric P. Soulsby, and David L. Kleinman

19-18 CROSS MODALITY SCALING: MASS AND MASS MOMENT OF INERTIA, A FOLLOW-UP
Margaret M. Clarke, Stephen J. Handel, and John V. Draper

19-19 MOMENT OF INERTIA OF HAND HELD OBJECTS AND THEIR HANDLING PROPERTIES
J. G. Kreifeldt and R. Morse

19-20 HANDS COORDINATION IN DATA ENTRY WITH A TWO-HAND CHORD TYPEWRITER
Daniel Gopher and Walter Koenig

19-21 MEMORY AND ACTION GRAMMAR FACTORS THAT INFLUENCE THE HUMAN-COMPUTER INTERACTION
Richard A. Chechile, Rebecca N. Fleischman, and Darleen M. Sadoski

19-22 MANUAL CONTROL INTERFACES FOR THE TREMOR-DISABLED
Michael J. Rosen, Patrick O. Riley, and Bernard D. Adelstein

19-23 THE VISUAL REPRESENTATION OF THE EFFORTS IN TELEMANIPULATION
J. P. Guillard, S. Galerne, and E. Colle

19-24 COMPENSATION FOR OBJECT MOVEMENT IN REMOTE MANIPULATION
Kazuo Tani and Thomas B. Sheridan

19-25 A SENSORY SAMPLING MODEL OF THE HUMAN OPERATOR OF TELEOPERATED DEVICES
Kevin Corker

19-26 MANUAL CONTROL INTERACTION WITH ROBOTIC SYSTEMS
John Garin

19-27 MANUAL CONTROL USING COORDINATES RELATIVE TO THE EFFECTOR IN TELEOPERATION
N. Quetin

19-28 HUMAN DECISION MODEL IN FAILURE COMPENSATION
Hiroshi Yajina, Thomas B. Sheridan, and Ahmet Buharali

19-29 THEORETICAL AND EXPERIMENTAL ANALYSIS OF PILOT FAILURE DETECTION BEHAVIOUR DURING VARIOUS AUTOMATIC APPROACH CONDITIONS
R. C. van de Graaff and P. H. Wewerinke

19-30 EVALUATION OF PREDICTIVE, HISTORIC AND STATUS DISPLAYS IN SUPERVISORY CONTROL
R. J. van der Veldt

19-31 HIGH VALUE ROLES FOR MAN-IN-SPACE (MIS)
O. Herbert Lindquist

19-32 QUALITATIVE SIMULATION OF COMPLEX DYNAMIC SYSTEMS: AN APPLICATION TO A MARINE POWERPLANT UNDER SUPERVISORY CONTROL
T. Govindaraj

19-33 PILOT CONTROL DURING AIR COMBAT MANEUVERING
R. Lynn York

19-34 A PSYCHOPHYSICAL EVALUATION OF AN AREA OF INTEREST (AOI) DISPLAY
Stephen Stober, Andy Lippay, Murdoch McKinnon, and Brian Welch

19-35 PERCEPTION OF ROLL RATE FROM AN ARTIFICIAL HORIZON AND PERIPHERAL DISPLAYS
R. J. A. W. Hosman and J. C. van der Vaart
19-36 DESIGN OF OPTIMAL MOTION FOR FLIGHT SIMULATORS

J. Ish-Shalom, B. C. Levy, W. M. Siebert, and L. R. Young

19-37 VALIDATION OF A G-SEAT ROLL-AXIS DRIVE ALGORITHM

Edward A. Martin and Grant R. McMillan

19-38 DEVELOPMENT OF A MODEL FOR HUMAN OPERATOR LEARNING: A PROGRESS REPORT

William H. Levison

19-39 CONTRIBUTIONS OF MYOTATIC MECHANISMS TO LOAD COMPENSATION

Gyan C. Agarwal, Gerald L. Gottlieb, and Robert J. Jaeger

19-40 NEUROLOGICAL CONTROL OF HEAD MOVEMENT WITH ADDED VISCOUS LOAD

V. Lakshminarayanan, B. Hannaford, M. H. Nam, and L. Stark

19-41 EFFECTS OF LOADS ON TIME OPTIMAL HEAD MOVEMENTS: EMG, OBLIQUE, & MAIN SEQUENCE RELATIONSHIPS

Blake Hannaford, Robert Maduell, Moon-Hyon Nam, Vasudeva Lakshminarayanan, and Lawrence Stark

19-42 A CHANNEL CAPACITY MODEL FOR THE ENCODER OF A MOTOR NEURON

William D. O’Neill

19-43 A GENERALIZED TREATMENT OF THE INTERACTION BETWEEN FAST AND SLOW MOVEMENTS

Jack M. Winters, Moon Hyon Nam, and Lawrence Stark

19-44 VISUAL NEAR RESPONSE IS MEDIATED BY ASYMMETRIC DUAL-INTERACTION CONTROL SYSTEM

Glenn Myers and Lawrence Stark

19-45 PUPIL SIZE EFFECT IN THE PUPILLARY CONTROL SYSTEM

Fuchuan Sun, Susan Chan, William Krenz, Jiarui Lin, Glenn Myers, Lawrence Stark, Pamela Tauchi, and Joseph Terdiman

19-46 A HOMEOMORPHIC MODEL OF THE PUPIL LIGHT REFLEX SYSTEM

William Krenz, Fuchuan Sun, and Lawrence Stark
**TWENTIETH ANNUAL CONFERENCE ON MANUAL CONTROL (1984)**

**VOLUME ONE**

**TIME SERIES MODELING**

<table>
<thead>
<tr>
<th>Paper</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>20-2</td>
<td>Statistical Time Series Models of Pilot Control with Applications to Instrument Discrimination</td>
<td>Altschul, R. E., Nagel, P. M., and Oliver, F.</td>
</tr>
<tr>
<td>20-3</td>
<td>Utilization of Historic Information in an Optimization Task</td>
<td>Bösser, T.</td>
</tr>
</tbody>
</table>

**MANUAL CONTROL**

<table>
<thead>
<tr>
<th>Paper</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>20-4</td>
<td>Quantification of Cross-Coupling and Motion Feedthrough for Multiaxis Controllers Used in an Air Combat Flying Task</td>
<td>Jewell, W and Citurs, K. D.</td>
</tr>
<tr>
<td>20-5</td>
<td>Six Degree of Freedom Control with Each Hand?</td>
<td>King, M.</td>
</tr>
<tr>
<td>20-6</td>
<td>A Nonlinear Filter for Compensating for Time Delays in Manual Control Systems</td>
<td>Hess, R. A. and Myers, A. A.</td>
</tr>
<tr>
<td>20-8</td>
<td>Structural Errors in System Identification</td>
<td>Bekey, G. and Hadaegh, F. Y.</td>
</tr>
<tr>
<td>20-9</td>
<td>Effects of Control Stick Parameters on Human Controller Response</td>
<td>Repperger, D. W. and Levison, W. B.</td>
</tr>
</tbody>
</table>

**EFFECTS OF TRANSPORT DELAYS IN SIMULATOR PERFORMANCE**

<table>
<thead>
<tr>
<th>Paper</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>20-11</td>
<td>Effects of Transport Delays on Manual Control System Performance</td>
<td>Allen, R. W. and DiMarco, R. J.</td>
</tr>
<tr>
<td>20-12</td>
<td>STOL Simulation Requirements for Development of Integrated Flight/Propulsion Control Systems</td>
<td>Sanders, K. E, Anderson, D. C., and Watson, J. H.</td>
</tr>
<tr>
<td>20-13</td>
<td>Measurements of Pilot Time Delay as Influenced by Controller Characteristics and Vehicle Time Delays</td>
<td>Privoznik, C. M., Berry, D. T., and Bartoli, A. C.</td>
</tr>
<tr>
<td>20-14</td>
<td>Psychophysiological Research in Development of a Fibre-Optic Helmet Mounted Display</td>
<td>Krak, R. V. and Longridge, T. M.</td>
</tr>
</tbody>
</table>
## FLYING QUALITIES

20-15 Helicopter Pilot Performance for Discrete-Maneuver Flight tasks  
*Heffley, R. K., Bourne, S. M., and Hindson, W. S.*  
20-215

20-16 Maximum Normalized Rate as a Flying Qualities Parameter  
*Onstott, E. D., Warner, J. S., and Hodgkinson, J.*  
20-233

20-17 Predictions of Cockpit Simulator Experimental Outcome Using System Models  
*Sorensen, J. A. and Goka, T.*  
20-259

20-18 Multi Loop Manual Control of Dynamic Systems  
*Hess, R. A. and McNally, B. D.*  
20-281

### FAULT DIAGNOSIS/MODELING

20-19 A Model for the Effectiveness of Aircraft Alerting and Warning Systems  
*Curry, R., and Neu, J. E.*  
20-299

20-20 Development and Certification of a New Stall Warning and Avoidance System  
*Gersten, W. M. and Hawkins, J. D.*  
20-301

20-21 Evaluation of Fuzzy Rulemaking for Expert Systems for Failure Detection  
*Laritiz, F. and Sheriden, T.*  
20-327

20-22 The Role of Knowledge Structure in Fault Diagnosis  
*Smith, P. J., Giffin, W. C., and Rockwell, T. H.*  
20-337

## TELEOPERATORS

20-23 The Effect of Part-Simulation of Weightlessness on Human Control of Bilateral Teleoperation: Neuromotor Considerations  
*Corker, K. and Bejczy, A.*  
20-339

20-24 Review of Teleoperator Research  
*Sheridan, T. B.*  
20-361

20-25 Visual Systems for Remotely Controlled Vehicles  
*Rezet, T.*  
20-367

### SUPERVISORY CONTROL MODELS/TASKS

20-26 Measuring Workload Differences Between Short-term Memory and Long-Term Memory Scenarios in a Simulated Flight Environment  
*Berg, S. and Sheridan, T. B.*  
20-397

20-27 Visual Attention to Radar Displays  
*Moray, N., Richards, M., and Brophy, C.*  
20-417

20-28 POPCORN: A Supervisory Control Simulation for Workload and Performance Research  
*Hart, S. G., Battiste, V., and Lester, P.*  
20-431

20-29 Psychological Issues in Online Adaptive Task Allocation  
*Morris, N. M., Rouse, W. B., Ward, S. L., and Frey, P. M.*  
20-455

### PERCEPTION AND ACTION IN SIMULATOR DISPLAYS

20-30 Use of Linear Perspective Scene Cues in a Simulated Height Regulation task  
*Levison, W. H. and Warren, R.*  
20-467

20-31 Cockpit Window Edge Proximity Effects on Judgements of Horizon Vertical Displacement  
*Haines, R. F.*  
20-491
20-32 Mean and Random Errors of Visual Roll Rate Perception from Central and Peripheral Visual Displays
van der Vaart, J. C. and Hosman, R. J. A. W.

20-33 Direction Judgement Errors in Perspective Displays
McGreevy, M. W. and Ellis, S. R.

20-34 The Interaction of Focused Attention with Flow-Field Sensitivity
Stoffregen, T.

20-35 Accuracy of Step Response Roll Magnitude Estimation from Central and Peripheral Visual Displays and Simulator Cockpit Motion
Hosman, R. J. A. W. and van der Vaart, J. C.

MODELS OF TARGET ACQUISITIONS

20-36 Hitts' Law? A Test of the Relationship Between Information Load and Movement Precision
Zeleski, M. and Sanderson, P.

20-37 A Production System Model of Capturing Reactive Moving Target
Jagacinski, R. J., Planondon, B. D., and Miller, R. A.

20-38 Inverse Modeling to Obtain Head Movement Controller' Signal
Kim, W. S., Lee, S. H., Hannaford, B., and Stark, L.

20-39 A Control Model: Interpretation of Fitts’ Law
Connelly, E. M.

20-40 The Impact of Pictorial Display on Operator Learning and Performance
Miller, R. A., Messing, L. J. and Jagacinski, R. J.

BIODYNAMIC FACTOR

20-41 Does McRuer's Law Hold for Heart Rate Control via Biofeedback Display
Jex-Courter, B. and Jex, H. R.

Winters, J. M. and Stark, L.

20-43 Suppression of Biodynamic Interference by Adaptive Filtering
Velger, M., Merhav, S. J., and Grunwald, A. J.

20-44 Active Sticks - A New Dimension in Controller Design
Repperger, D. W. and McCollor

20-45 Models for the Effects of G-Seat Cueing on Roll-Axis Tracking Performance
Levison, W. B., McMillan, G. R., and Martin, E. A.

20-46 An Analysis of Kinetic Response Variability
Hancock, P. A., Carlton, L. G. and Newell, K. M.

20-47 Effects of External Loads on Human Head Movement Control Systems
Nam, M.-H. and Choi, O.-M.

VOLUME TWO

EVOKED POTENTIAL

20-48 The Use of ERPs to Monitor Non-Conscious Mentation
Donchin, K.
20-49 Performance Enhancements Under Dual task Conditions
Kramer, A. F., Wickens, C. D., and Donchin, K.

20-50 In Search of a Visual-Cortical Describing Function. A Summary of Work in Progress
Junker, A. M. and Peio, K. J.

SUBJECTIVE EVALUATION OF WORKLOAD

20-51 Measurement of Workload: Physics, Psychophysics, and Metaphysics
Gopher, D.

20-52 Subjective Workload Assessment and Voluntary Control of Effort in a Tracking task
Vidulich, M. A. and Wickens, C. D.

20-53 Decision Tree Rating Scales for Workload Estimation. Theme and Variations
Wierwille, W. W., Skipper, J. H., and Rieger, C. A.

20-54 Assessing the Subjective Workload of Directional Orientation tasks
Miller, R. C. and Hart, S. G.

20-55 Classification Schemes for Individual Differences in Multiple-Task Performance and Subjective Estimates of Workload
Damos, D.

MENTAL MODELS

20-56 Mental Models of Invisible Logical Networks
Sanderson, P. M.

20-57 The Representation of Action Plans in Long Term Memory
Gopher, D., Fussfeld, N., Koenig, V., and Karis, D.

20-58 On Looking Inside the Black Box: Prospects and Limits in the Search for Mental Models
Rouse, W. S. and Morris, N. M.

20-59 Issues In Developing a Normative Descriptive Modal for Dydactic Decision Making
Serfaty, D. and Kleinman, D. L.

20-60 Getting Mental Models and Computer Models to Cooperate
Sheridan, T. B., Roseborough, J., Charney, L., and Mendel, M.

OTHER ISSUES

20-61 A Comparative Study of Alternative Controls and Display for the Severely Physically Handicapped
Williams, D. H., Simpson, C. A., and Barker, M.

20-62 A Manual Control Test for the Detection and Deterrence of Impaired Drivers
Stein, A. C., Allen, R. W., and Jex, H. R.

20-63 Electromylographic Patterns Associated with Discrete Ankle Movements
Agarwal, G. C., Corcos, D., and Gottlieb, G. L.

20-64 Color and Grey Scale in Sonar Displays
Kraiss, K. F. and Kuttelwesch, K. H.

20-65 Manual Control Analysis Applied to the Money Supply Control Task
Wingrove, R. C.

CREW FACTORS

20-66 What Pilots Like (and Don't Like) About the New Cockpit Technology
Curry, R. E.
20-67 Crew Communication as a Factor in Aviation Accidents


20-69 Communication on the Flight Deck
Siesfeld, A., Curley, R., and Calfee, R.

**TRAINING**

20-70 Determining Training Device Requirements in Army Aviation Systems
Poumade, M. L.

20-71 The Design and Use of Subtasks in Part Training and Their Relationship to the Whole Task
Mane, A. M., Coles, M. G. H., Karis, D., Strayer, D., and Donchin, E.

**MULTIPLE TASK PERFORMANCE**

20-72 Representing Multidimensional Systems Using Visual Displays
Casey, E. J., Kramer, A. P., and Wickens, C. D.

20-73 Types of Tracking Errors Induced by Concurrent Secondary Manual Task
Klapp, S. T., Kelly, P. A., Battiste, V., and Dunbar, S.

20-74 The Effects of Task Structures on Time-Sharing Efficiency and Resource Allocation Optimality
Tsang, P. S. and Wickens, C. D.

20-75 On Choosing Between Two Probabilistic Choice Sub-Models in a Dynamic Multi Task Environment
Soulsby, E. P.

**MEASUREMENT OF WORKLOAD AND PERFORMANCE IN SIMULATION**

20-76 No Fatigue Effect on Blink Rate
Kim, W., Zangemeister, W., and Stark, L.

20-77 Performance Measures for Aircraft Landings as a Function of Aircraft Dynamics
Connelly, K. M.

20-78 Measuring Pilot Workload In a Moving-Base Simulator: II. Building Levels of Workload

20-79 Multi-Crew Model Analytic Assessment of Decision-Making Demand and Landing Performance
Mlgram, P., van der Wijngaart, R., Veerbeek, H., Fokkerweg, A., Bleeker, O., and Fokker, O. F.

20-80 An Experimental Evaluation of the Sternberg Task as a Workload Metric for Helicopter Flight Handling Qualities
Hemmingway, J. C.
TWENTY-FIRST ANNUAL CONFERENCE ON MANUAL CONTROL
(1985)

21-1 DESCRIPTIVE LINEAR MODELING OF STEADY-STATE VISUAL EVOKED RESPONSE
William H. Levison, Andrew M. Junker, and Kevin Kenner

21-2 ANALYTICAL COMPARISON OF TRANSIENT AND STEADY STATE VISUAL EVOKED CORTICAL POTENTIALS
Andrew M. Junker, Kevin M. Kenner, David L. Kleinman, and Terrence D. McClurg

21-3 MODIFIED PETRI NET MODEL SENSITIVITY TO WORKLOAD MANIPULATIONS
Stephen A. White, David P. MacKinnon, and John Lyman

21-4 LEVELS OF INFORMATION PROCESSING IN A FITTS LAW TASK (LIPFitts)
Kathleen L. Mosier and Sandra G. Hart

21-5 THE EFFECTS OF STIMULUS MODALITY AND TASK INTEGRALITY: PREDICTING DUAL-TASK PERFORMANCE AND WORKLOAD FROM SINGLE-TASK LEVELS
Sandra G. Hart, Robert J. Shively, and Michael A. Vidulich

21-6 THE IMPACT OF PHYSICAL AND METAL TASKS ON PILOT MENTAL WORKLOAD
Scott L. Berg and Thomas B. Sheridan

21-7 MEMORY AND SUBJECTIVE WORKLOAD ASSESSMENT
Lowell Staveland, Sandra Hart, and Yei-Yu Yen

21-8 THE EFFECTS OF ACCELERATION STRESS ON HUMAN WORKLOAD AND MANUAL CONTROL
Richard T. Gill, William B. Albery, and Sharon L. Ward

21-9 KNOWLEDGE-BASED LOAD LEVELING AND TASK ALLOCATION IN HUMAN-MACHINE SYSTEMS
M. H. Chignell and P. A. Hancock

21-10 THE EFFECTS OF STRESS ON ATTENTIONAL RESOURCES
P. A. Hancock and M. H. Chignell

21-11 THE EFFECTS OP VOICE AND MANUAL CONTROL MODE ON DUAL TASK PERFORMANCE
Christopher D. Wickens, John Zenyuhi, Victor Culp, and William Marshak

21-12 EVALUATION OF TWO COGNITIVE ABILITIES TESTS IN A DUAL-TASK ENVIRONMENT
Michael A. Vidulich and Pamela S. Tsang

21-13 AT LEAST SOME ERRORS ARE RANDOMLY GENERATED (FREUD WAS WRONG)
Abigail J. Sellen and John W. Senders

21-14 PILOT INTERFACE WITH FLY BY WIRE CONTROL SYSTEMS
William W. Melvin

21-15 INVESTIGATION OF LIMB-SIDESTICK DYNAMIC INTERACTION WITH ROLL CONTROL
Donald E. Johnston and Duane T. McRuer

21-16 FLIGHT TEST OF A DISPLACEMENT SIDEARM CONTROLLER
Andrew L. Lippay, Ronald Kruk, and Michael King

21-17 ANTHROPOMETRIC CONSIDERATIONS FOR A FOUR-AXIS SIDE-ARM FLIGHT CONTROLLER
William B. Debellis
21-18 ACTIVE CONTROLLERS AND THE TIME DURATION TO LEARN A TASK
   D. W. Repperger and C. Goodyear
21-19 HESITATION IN TRACKING INDUCED BY A CONCURRENT MANUAL TASK
   Patricia A. Kelly and Stuart T. Klapp
21-20 PROGRESSION-REGRESSION EFFECTS IN TRACKING REPEATED PATTERNS
   Richard J. Jagacinski and Sechchang Hah
21-21 THE ROLE OF IMPULSE PARAMETERS IN FORCE VARIABILITY
   Les G. Carlton and K. M. Newell
21-22 HITTS' LAW? A TEST OF THE RELATIONSHIP BETWEEN INFORMATION LOAD AND
   MOVEMENT PRECISION
   Mathew Zaleski and Neville Moray
21-23 AIRCREW COORDINATION AND DECISION MAKING: PEER RATINGS OF
   VIDEO TAPES MADE DURING A FULL MISSION SIMULATION
   Miles R. Murphy and Cynthia A. Awe
21-24 AN EXPERIMENTAL PARADIGM FOR TEAM DECISION PROCESSES
   Daniel Serfaty and David L. Kleinman
21-25 INVESTIGATION OF CREW PERFORMANCE IN A MULTI-VEHICLE SUPERVISORY
   CONTROL TASK
   Richard A. Miller, Brian D. Plamondon, Richard J. Jagacinski, and Alex C. Kirlik
21-26 FORCE/TORQUE DISPLAY FOR SPACE TELEOPERATION CONTROL EXPERIMENTS
   AND EVALUATION
   Kevin Corker, Antal Bejczy, and Barry Rappaport
21-27 MODEL ANALYSIS OF REMOTELY CONTROLLED RENDEZVOUS AND DOCKING
   WITH DISPLAY PREDICTION
   Paul Milgram and Paul H. Wewerinke
21-28 A MODEL FOR THE HUMAN'S USE OF VISUAL FIELD CUES IN NAP-OF-THE-
   EARTH FLIGHT
   Ronald A. Hess and Kam Chan
21-29 VIRTUAL SPACE AND TWO-DIMENSIONAL EFFECTS IN PERSPECTIVE DISPLAYS
   Michael Wallace McGreevy, Cordell R. Ratzlaff, and Stephen R. Ellis
21-30 OPTIMAL COOPERATIVE CONTROL SYNTHESIS OF ACTIVE DISPLAYS
   Sanjay Garg and David K. Schmidt
21-31 SOME COMPUTATIONAL TECHNIQUES FOR ESTIMATING HUMAN OPERATOR
   DESCRIPTION FUNCTIONS
   William H. Levison
21-32 MANUAL CONTROL OF UNSTABLE SYSTEMS
   R. Wade Allen, Jeffrey R. Hogue, and Zareh Parseghian
21-33 MODIFIED SUPERPOSITION: A SIMPLE TIME SERIES APPROACH TO
   CLOSED-LOOP MANUAL CONTROLLER IDENTIFICATION
   Daniel J. Biezad, David K. Schmidt, Frank Leban, and Susan Mashiko
21-34 COMPARISON OF THE STI "NIPIP" TRACKING DYNAMICS IDENTIFICATION
   WITH THE ON-LINE FOURIER ANALYZER "DFA" RESULTS INCLUDING A TIME
   VARYING CASE
   Henry R. Jex and Greg Hanson
21-35 A FLIGHT TEST METHOD FOR PILOT/AIRCRAFT ANALYSIS
   Ruthard Koehler and Ernst Buchacker
21-36 MAXIMUM NORMALIZED ACCELERATION AS A FLYING QUALITIES PARAMETER
   Joel S. Warner and Edward D. Onsott

21-37 CLOSED-LOOP, PILOT/VEHICLE ANALYSIS OF THE APPROACH AND LANDING
   TASK
   Mark R. Anderson and David K. Schmidt
TWENTY-SECOND ANNUAL CONFERENCE ON MANUAL CONTROL
(1986)

MODEL BASED ANALYSIS AND SYSTEM DESIGN

22-1 MODELING THE EFFECTS OF SYSTEM DELAYS AND LAGS ON TRACKING PERFORMANCE 22-3
William H. Levison and A. W. F. Huggins

22-2 THE APPLICATION OF MAN-MACHINE MODELS IN MARITIME RESEARCH 22-27
J. Perdok, C. van der Tak, and P. H. Wewerinke

HUMAN OPERATOR MODELS

22-3 SPATIAL ORIENTATION FROM PICTORIAL PERSPECTIVE DISPLAYS 22-59
Arthur J. Grunwald, Stephen R. Ellis, and Stephen Smith

22-4 MODELING THE PILOT’S USE OF FLIGHT SIMULATOR VISUAL CUES IN A TERRAIN-FOLLOWING TASK 22-81
Greg L. Zacharias, Rik Warren, and Gary E. Riccio

22-5 MODEL OF THE HUMAN CONTROLLER OF A DYNAMIC SYSTEM 22-83
P. H. Wewerinke, D. ten Hove, and J. Perdok

22-6 STALL: DEFINING A LOAD SATURATION POINT FOR SUPERVISORY CONTROL* 22-107
Gerald P. Chubb, Noreen Stodolsky Wilcox, Richard A. Miner, and Jin W. Park

DISPLAYS AND VISUAL EFFECTS

22-7 FREQUENCY RESPONSE OF THE VISUAL SYSTEM TO SIMULATED CHANGES IN ALTITUDE AND ITS RELATIONSHIP TO ACTIVE CONTROL 22-118
Jeffery D. Cress, Gary E. Riccio, and Rik Warren

22-8 STEREO DEPTH ILLUSIONS IN TELEOPERATION 22-136
Daniel B. Diner and Marika von Sydow

22-9 VIDEO FEEDBACK FOR HUMAN CONTROLLED TELEROBOTS 22-138
Eric Byler and Erik Eriksen

22-10 REDUCTION OF BIODYNAMIC INTERFERENCE IN HELMET MOUNTED SIGHTS AND DISPLAYS 22-140
Mordekhai Velger and Shmuel Merhav

22-11 AN EXPLORATION OF A FITT’S LAW TASK ON A LOGARITHMICALLY SCALED SCREEN 22-166
Wesley A. Olson and John M. Flach

22-12 EFFECTS OF UPDATE RATE, PRACTICE, AND DISPLAY CHARACTERISTICS IN CRITICAL EVENT DETECTION WITH DIGITAL DISPLAYS 22-177
Glenn A. Hancock, Larry C. Walrath, and Richard W. Backs

22-13 EFFECT OF VARYING COCKPIT DISPLAY DYNAMICS ON WORKLOAD AND PERFORMANCE 22-189
Lt. Lisa B. McCormack and Frank W. George

* This paper was accepted, but not presented.
22-14 MODEL BASED EVALUATION OF DISPLAY-DYNAMICS EFFECTS IN PURSUIT TRACKING
Sanjay Garg and David K. Schmidt

PHYSIOLOGICAL MEASUREMENTS AND APPLICATIONS

22-15 EFFECT OF INERTIAL LOADS ON AGONIST AND ANTAGONIST EMG PATTERNS
Daniel M. Corcos, Gerald L. Gottlieb, and Gyan C. Agarwal

22-16 A NEW FREQUENCY ANALYSIS TECHNIQUE FOR BRAIN ACTUATED CONTROL SYSTEMS
John H. Schnurer, Andrew M. Junker, and Kevin M. Kenner

22-17 EFFECTS OF DECISION MAKING TASK DIFFICULTY ON THE STEADY STATE VISUAL EVOKED RESPONSE
Andrew M. Junker, Kevin M. Kenner, and Elizabeth J. Casey

22-18 MANUAL CONTROL OF A PERIPHERAL VISION LIGHT BAR IN SUSTAINED ACCELERATION RESEARCH
William B. Albery

22-19 FREQUENCY DOMAIN ANALYSIS OF PERIPHERAL (STEADY-STATE) VISUAL STIMULATION AS A PHYSIOLOGICAL METRIC FOR Gz STRESS
Kevin M. Kenner, Andrew M. Junker, William B. Albery, and Richard T. Gill

HUMAN-MACHINE SYSTEMS AND CONTROL

22-20 CRITICAL TASK PERFORMANCE AND WORKLOAD CHARTING
Robert K. Heffley

22-21 EXPERIMENTAL PROTOCOL FOR THE EVALUATION OF GRAPHIC INPUT DEVICES IN MICROGRAVITY*
Steven R. Bussolari, Jess E. Fordyce, and Byron K. Lichtenberg

22-22 TEST PILOT EVALUATION OF THE CLOSED-LOOP "GRATE" FLIGHT TEST TECHNIQUE
Lt. Col. Daniel J. Blezad and 1Lt Steven K. Stunner

22-23 AIRCRAFT "PILOT-INDUCED OSCILLATION" TENDENCY EVALUATION - A COMPARISON OF RESULTS FROM IN FLIGHT AND GROUND BASED SIMULATORS
D. Francis Crane and Gordon H. Hardy

22-24 MICRO COMPUTER PROGRAMS FOR THE DYNAMIC ANALYSIS OF MANUAL VEHICLE CONTROL
R. Wade Allen, Theodore J. Rosenthal, and Raymond E. Magdaleno

22-25 DESCRIBING FUNCTIONS OF THE MAN-MACHINE WITH AN ACTIVE CONTROLLER
A. Morris and D. W. Repperger

22-26 ARTIFICIAL INTELLIGENCE IN THE COCKPIT
Dominick Andrisani

* This paper was accepted, but not presented.